
INDUSTRIAL PAINTS 

NC Finish 
Nitrocellulose Based Finish NC 02 

 AN EXCELLENT TOPCOAT FOR SEALED WOOD SURFACES WHICH GIVES HARD SCRATCH PROOF 

FINISH 

 GOOD FLEXIBILITY – LONG LIFE PERFORMANCE WITHOUT CRACKING 

 PROVIDES EXCELLENT RESISTANCE TO WATER, TEA AND BEVERAGE STAINS 

USES:  An excellent topcoat which offers resistance from water, tea and beverage stains. Suitable for 

both steel and wooden surfaces. 

RESISTANCE GUIDE: 

HEAT RESISTANCE: Upto 100oC ALKALIES: - 

WEATHERABILITY: Good  SALTS: - 

SOLVENTS: - WATER: Excellent 

  ABRASION: Good 

ACIDS: - TOXICITY: Dry Film is non-toxic 

TYPICAL PROPERTIES AND APPLICATION DATA: 

CLASSIFICATION: Plasticised Nitrocellulose   

FINISH: High Gloss DRY FILM PER COAT: 15-20 Microns  

COLOUR REFERENCE: Limited Colour range NUMBER OF COATS: Two  

COMPONENTS: Single DRYING TIME AT 25oC 

AND 50% HUMIDITY:   

SURFACE DRY 

HARD DRY 

RECOATABLE 

 

MIN 

15-20 min 

4 hrs 

30 min 

THINNER: NC  Thinner SUITABLE SUBSTRATES: Metal and Seasoned 

Wood 

SHELF LIFE: 6 months min. 10- 30oC 

Avoid Storage under hot 

conditions. 

TOPCOATS:  

LINE/SHADE: 01X- 

02X- 

03X- 

APPLICATION METHODS: Spray 

THEORETICAL SPREADING RATE AT RECOMMENDED A spreading rate of 5-7 sq. meters per litre  

       corresponds to 15-20 microns dry film  

DRY FILM BUILD      Thickness assuming no losses. Practical  

       spreading rates will vary depending on such 

       factors as methods and conditions of  

       application and surface roughness. 

PDS-KRCP 



INDUSTRIAL PAINTS 

NC Sanding Sealer 
TYPICAL APPLICATION SPECIFICATIONS: 
SURFACE PREPARATION SYSTEM DRY FILM THICKNESS 

Steel and Wood Steel: Degreased and scuffed steel 

Wood: Scuffed and Unmoist 

IST  COAT: NC Sealer  

2ND COAT:  NC Finish 

3-5  Micrometers 

15-20  Micrometers 

SURFACE PREPARATION:  It requires sound substrate preparation and a suitable priming system to perform 

to its optimum. 

APPLICATION: Stir contents thoroughly before and occasionally during use. 

ROLLER: Apply full even coats to the recommended film build.  Do not over work as wet 

edge properties are limited. 

CONVENTIONAL SPRAY: Thin with NC thinner up to 10-15% to application viscosity. 

TYPICAL SET-UP  

De Vilbiss JGA Gun: 704 Air Cap, FF Fluid Tip, FF Needle 

Iwata W70 Gun:  21 Air Cap, Fluid Needle 21, Fluid Nozzle 21 

Pressure at Pot:  20-25 p.s.i. 

Pressure at Gun:  70-80 p.s.i.  

OTHERS: The rate of dry is dependent upon temperature.  Do not apply if the relative 

humidity exceeds 85% or if the temperature is within 3oC at the Dew Point. 

RECOATING AGED Clean off all grease and oil and flaking paint using a scraper. Allow to dry. Spot  

 prime if necessary further Coating to desired film thickness.  

SAFETY PRECAUTIONS: NC Sanding Sealer is a solvent borne sealer based on a nitrocellulose resin, 

various pigments and other additives. 

BEFORE USE: Read "instructions for use" and any precautionary labels on containers. 

STORAGE: Store as required for a flammable liquid in a bunded area under cover. Store in 

well ventilated area away from sources of heat or ignition.  Keep containers closed 

at all times. 

HANDLING: As with any chemical, ingestion, inhalation, and prolonged or repeated skin 

contact should be avoided by good occupational work practice.  Eye protection 

should be worn where there is a risk of splashes entering the eyes. 

USING:  Use with good ventilation and avoid inhalation of vapour and spray mist.  If risk of 

inhalation of spray mist exists, wear combined organic vapour respirator.  When 

spray painting, users should comply with the provisions of the respective State 

Spray Painting Regulations. 

FLAMMABILITY: NC Sealer is flammable. All sources of ignition must be eliminated in or near the 

working area. DO NOT SMOKE. Fight fire with foam CO2 dry chemical powder. On 

burning will emit toxic fumes. 

 WELDING: Avoid inhalation of fumes if welding surfaces coated with  

  this paint. Grind off coating before welding. 

EMERGENCY TREATMENT: EYES:  Irrigate with copious quantities of water for fifteen minutes.  

  Seek medical assistance if effect persists. 

 SKIN:  Remove paint using proprietary industrial skin cleanser.  

  Wash skin thoroughly with soap and water. Remove  

  contaminated clothing and wash before re-use.  If irritation  

  occurs seek medical advice. 

 INHALATION Remove victim from exposure  avoid becoming a  

  casualty. Remove contaminated clothing and loosen  

  remaining clothing.  Allow patient to assume most  

  comfortable position and keep warm. Keep at rest until  

  fully recovered. Seek medical advice if effects persist. 

 INGESTION: Give water to drink. DO NOT induce vomiting. Seek  

  immediate medical assistance. 

PACKING:  Available in 4 litres pack. 
All information contained in this Data Sheet is as accurate and up-to-date as possible. Products can be expected to perform as indicated in 
this Sheet, so long as applications and application procedures are as recommended. However there are no expressed or implied warranties 
other than those implied mandatory by State.  

 


