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AkzoNobel Pakistan is part of the world’s leading paints and coatings company – AkzoNobel 

headquartered in Amsterdam, the Netherlands. 

For well over 200 years, AkzoNobel has been pioneering a world of possibilities to bring 

surfaces to life. As experts in making coatings, there’s a good chance you’re only ever a few 

meters away from one of our products. We supply essential protection and essential colour to 

industries and consumers. Our world class portfolio of brands – including Dulux, International, 

Sikkens and Interpon – is trusted by customers around the globe. 

We’re active in more than 150 countries and have set our sights on becoming the global 

industry leader. It’s what you’d expect from the most sustainable paints company, which has 

been inventing the future for more than two centuries.  

This Product Information Manual brings together information on correct and economical usage 

of product included in the current range of AkzoNobel Pakistan Decorative Paints. It has been 

specially designed to assist all those engaged in the specification and application of paints for 

decorative as well as maintenance and protective purposes. It is intended as a reference book 

for: 

 

• Architects  

• Consultants and Design Engineers 

• Quantity Surveyors 

• Corrosion Engineers and Consultants 

• Steel Fabricators 

• Painting Contractors 

• Civil, Structural and Site Engineers 

• Maintenance Engineers 

• Interior Decorators 

 

At AkzoNobel Pakistan, we believe that our job does not stop at merely supplying the paints; 

it is as important to us as it is to the user that good results should be obtained from our 

products. We set great value to our Technical Service Department; staffed by individuals of 

wide practical experience not only in the development of innovative paints but also use of 

paints under all conditions. This experience is readily available to paint users requiring advice 

and assistance in the choice of paints and the preparation of painting specifications. 

 

Supporting the Technical Service Department is the Development Laboratory where 

equipment and facilities are the finest of its kind in this part of the world. Here, new and 

established products are tested in the laboratory and under fully practical conditions, using the 

widest possible range of application methods and equipment. 

 

Our products are based on continuous research and product development carried out by us 

and by our global research centers worldwide. The information derived and results obtained 

by the global team are readily available to us here in Pakistan. So, while using paints 

manufactured by AkzoNobel Pakistan, you are employing and putting into use the best 

available technology in the world.  



 
Akzo Nobel  
Pakistan Limited 

2 

 

Table of Contents 
 

Exteriors ................................................................................................... 4 

Dulux Weathershield Powerflexx .............................................................. 5 

Dulux Weathershield ................................................................................. 8 

Dulux Promise Exterior............................................................................ 11 

Interiors .................................................................................................. 15 

Dulux Ambiance VT Diamond Glo .......................................................... 16 

Dulux Ambiance VT Pearl Glo ................................................................ 19 

Dulux Ambiance VT Rich Matt ................................................................ 22 

Dulux EasyCare ...................................................................................... 25 

Dulux Light & Space ................................................................................ 28 

Dulux Pentalite Classic............................................................................ 31 

Dulux Pentalite ........................................................................................ 34 

Dulux Promise Interior Emulsion ............................................................. 37 

Paintex Star Emulsion ............................................................................. 40 

Paintex Ultratex ....................................................................................... 43 

Paintex Star Emulsion Plus ..................................................................... 46 

Paintex Ultratex Plus ............................................................................... 49 

Enamels .................................................................................................. 52 

Dulux Matt Finish Enamel ....................................................................... 53 

Dulux Gloss Enamel ................................................................................ 56 

Dulux Metallic Finish ............................................................................... 59 

Dulux Aluminium Paint ............................................................................ 62 

Dulux Promise Gloss Enamel ................................................................. 65 

Dulux Promise Metallic Enamel .............................................................. 68 

Paintex Star Synthetic Enamel................................................................ 71 

Paintex Star Synthetic Metallic Enamel .................................................. 74 

WoodCare............................................................................................... 77 

Dulux Woodcare Special Thinner ........................................................... 78 

Dulux Woodcare Lacquer ........................................................................ 80 

Dulux Woodcare Wood Sealer ................................................................ 83 

Dulux Synthetic Clear Varnish ................................................................ 86 



 
Akzo Nobel  
Pakistan Limited 

3 

 

Dulux PU Lacquer ................................................................................... 89 

Putty ........................................................................................................ 92 

Dulux Exterior Acrylic Putty ..................................................................... 93 

Dulux Interior Acrylic Putty ...................................................................... 96 

Dulux Promise Putty ................................................................................ 99 

Paintex Sheesha Finish Putty ............................................................... 102 

Paintex Wall Putty ................................................................................. 105 

Paintex Project Wall Putty ..................................................................... 108 

Primers ................................................................................................. 111 

Dulux Exterior Crack Bridging Primer ................................................... 112 

Dulux Interior Acrylic Primer .................................................................. 115 

Dulux Prime-On ..................................................................................... 118 

Dulux Promise Primer ........................................................................... 121 

Dulux Synthetic Undercoat .................................................................... 124 

Dulux Red Oxide Primer ....................................................................... 127 

Paintex Ultraprime ................................................................................. 130 

Specialist Products ............................................................................. 133 

Dulux Aquashield Waterproofing Exterior Basecoat ............................. 134 

Dulux Tennis Court Paint ...................................................................... 137 

Dulux Water Repellent .......................................................................... 140 

Hi-Gloss Enamel (Discontinued) ........................................................... 143 

Maxilite (Discontinued) .......................................................................... 146 

 
  





 
Akzo Nobel  
Pakistan Limited 

5 

 

 

Dulux Weathershield Powerflexx 

 

 

Product code    F925  
 
Usage  Dulux Weathershield Powerflexx is a top-quality exterior paint 

that gives your home ultimate all-weather protection. Its unique 
Powerflexx Technology enables the latex to stretch in order to 
cover hairline cracks and deliver stronger water resistance. Its 
Stay-Clean Technology also delivers exceptional dirt and dust 
resistance, keeping your home beautiful and looking new for a 
longer period.  

 
Pack Size 4 Litres and 16 Litres 
 
Colour Range  See Dulux Weathershield Powerflexx shade card 

FILM PROPERTIES 
 

Chemical Resistance Resistant to mild chemical fume attack and salts in new mortar, 
cement rendering and similar surfaces. 

 
Water resistance Resistant to the levels of atmospheric humidity present in 

normally experienced exterior environments. 
 
Other Properties Rain Proof, Superior Crack Proof, Advanced Algae and Fungus 

Guard, Dirt Guard Technology, Alkali Guard, UV Protect 
Technology, Peel Guard, Low Odour and Low VOC, No Added 
Lead or Mercury, Singapore Green Label Certified 

  
COMPOSITION (NOMINAL) Pigment: Lightfast Non-Lead Pigments 
 Binder:   Acrylic Copolymer Emulsion. 
 Solvent: Water 
 
VOLUME SOLIDS White 43% (nominal), other Colours will vary 
 
FILM THICKNESS/ Wet:  60-70 micrometers 
LITRE/COAT Dry:  25-30 micrometers 
      
 
DRYING TIME  Single coat at standard film thickness,  
Touch Dry Dependent on temperature and humidity  
 
 Recoat 2-3 hours 
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PRACTICAL COVERAGE The spreading capacity of this product will vary considerably 
according to the roughness and porosity of the surface. On 
smooth surface of average porosity, coverage is 13-15m2 /litre/ 
coat. 

APPLICATION Brush   Roller  
 

THINNING 
  
Brush  For sealing new or bare surfaces, thin with up to 3 parts of     

clean water to 4 parts of paint (75%) 
 For normal use thinning should not exceed 2-3 parts of clean 

water to 4 parts of paint (50%-75%) 
Roller For roller application thin with up to 0.5 parts of clean water to 4 

parts of paint (10-15%) 
 
CLEANING UP Clean all equipment with water immediately after use 
 
SURFACE PREPARATION Allow all new surfaces to dry out completely. Remove all loose 

or defective paint or powdery residues by thorough brushing or 
scraping using a stiff fiber brush. Treat any areas affected by 
mould, lichens, algae and moss with bleach.  
Repair minor defects in the wall using sand whereas for larger 
holes and cracks use cement mix. Allow the surface drying time. 
Surface that remains powdery, friable or chalky after thorough 
preparation should be sealed with a coat of Dulux Exterior Crack 
Bridging Primer. 
Note: Do not apply Dulux Weathershield Powerflexx during 
wet weather. 

 
SYSTEM INFORMATION     
 
 
New or Bare Surfaces 
 
 
 
 
 
 
 
 
 
 
Powdery Surfaces 
 
 
Normal sound surfaces 
(Previously painted)  
 
 
 
  

 

 

Finish (3-4 coats) 

 

 

 

 

 

 

Dulux Weathershield 

Powerflexx (F925) 

Option 1 

1 coat Dulux Exterior Crack Bridging Primer 

(F921-0001) 

Option 2 (where more smoothness is desired) 

1 coat Dulux Exterior Crack Bridging Primer 

(F921-0001) 

1-2 coats of Dulux Exterior Acrylic Putty 

(F92X-7771)  

1 coat of Dulux Exterior Crack Bridging 

Primer (F921-0001)   

 

 

Dulux Exterior Crack Bridging Primer (F921-

0001) 

 

No primer required; however, primer 

application will improve the topcoat 

performance 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg  
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paints as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Dulux Weathershield 

 

 

Product code              F923  

 

Usage Dulux Weathershield is a high quality 100% acrylic based 

emulsion for new or previously painted exterior masonry 

surfaces such as brickwork, plaster and cement rendering. 

  

Pack Size 4 Litres and 16 Litres 

 

Colour Range   See Dulux Weathershield shade card 

 

FILM PROPERTIES 

 
Chemical resistance  Resistant to mild chemical fume attack and salts in new mortar, 

cement rendering and similar surfaces. 

 

Water resistance               Resistant to the levels of atmospheric humidity present in 

normally experienced exterior environments 

 

Other Properties Advanced Algae and Fungus Guard, Dirt Guard Technology, 
Alkali Guard, UV Protect Technology and Peel Guard, Low 
Odour and Low VOC, No Added Lead or Mercury, Singapore 
Green Label Certified  

  

COMPOSITION (NOMINAL) Pigment: Lightfast Non Lead Pigments 

                                               Binder:   Acrylic Copolymer Emulsion. 

 Solvent: Water 

 

VOLUME SOLIDS White 36% (nominal), other colours will vary 

 

FILM THICKNESS/ Wet:  60-70 micrometers 

LITRE/COAT Dry:  20-25 micrometers      

 

DRYING TIME   Single coat at standard film thickness, 

Touch Dry dependent on temperature and humidity  

 

 Recoat 2-3 hours 
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PRACTICAL COVERAGE The spreading capacity of this product will vary considerably 

according to the roughness and porosity of the surface. On 

smooth surface of average porosity, coverage is 13-15m2 /litre/ 

coat. 

 

APPLICATION: Brush   Roller  

THINNING 

  

Brush  For sealing new or bare surfaces thin with up to 3 parts of clean 

water to 4 parts of paint (75%) 

 For normal use thinning should not exceed 2-3 parts of clean 

water to 4 parts of paint (50%-75%) 

Roller For roller application thin with up to 0.5 parts of clean water to 4 

parts of paint (10-15%) 

 

CLEANING UP Clean all equipment with water immediately after use 

 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off. 

Repair minor defects in the wall using sand whereas for larger 

holes and cracks use cement mix. Allow the surface drying time. 

Surface that remains powdery, friable or chalky after thorough 

preparation should be sealed with a coat of Dulux Exterior Crack 

Bridging Primer. 

Note: Do not apply Dulux Weathershield during wet weather 

 

SYSTEM INFORMATION     

New or Bare Surfaces 

 

 

 

 

 

 

 

 

 

 

Powdery Surfaces 

 

Normal sound surfaces 

(Previously painted)  

Finish (3-4 coats) 

 

 

 

 

 

 

 

Dulux Weathershield 

(Acrylic Based) 

(F923) 

Option 1 

1 coat Dulux Exterior Crack Bridging 

Primer (F921-0001) 

Option 2 (where more smoothness is desired) 

1 coat Dulux Exterior Crack Bridging 

Primer (F921-0001) 

1-2 coats of Dulux Exterior Acrylic Putty 

(F92X-7771)  

1 coat of Dulux Exterior Crack Bridging 

Primer (F921-0001)   

 

 

Dulux Exterior Crack Bridging Primer 

(F921-0001) 

 

No primer required; however, primer 

application will improve the top coat 

performance 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paints as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Dulux Promise Exterior 

 

 

Product code             F904  

 

Usage Dulux Promise Exterior Modified Acrylic Emulsion is highly 

durable, water-based emulsion paint. Its unique Anti-Peel 

formulation ensures that the paint film remains intact, and its 

extra Coverage Formula covers a longer area in the same 

quantity of paint. Easy to apply, this emulsion also protects 

against fungal and algal growth giving your home a long lasting 

and beautiful look.  

 

Pack Size 1 Litre, 4 Litres and 16 Litres 

 

Colour Range  See Dulux Promise Exterior shade card 

 

FILM PROPERTIES 

Chemical resistance Resistant to mild chemical fume attack and salts in new mortar, 

cement rendering and similar surfaces. 

 

Water resistance Resistant to the levels of atmospheric humidity present in 

normally experienced exterior environments 

 

Other Properties UV Fight Chroma Brite Technology, Durabond Latex, Algae and 

Fungus Resistant, Smooth Finish, High Opacity and Coverage, 

Low Odour and Low VOC, No Added Lead or Mercury, 

Singapore Green Label Certified 

  

COMPOSITION (NOMINAL) Pigment: Lightfast Non-Lead Pigments 

 Binder:   Acrylic Copolymer Emulsion. 

 Solvent: Water 

 

VOLUME SOLIDS White 33% ± 2 (nominal), other Colours will vary 

 

FILM THICKNESS/ Wet:  60-70 micrometers 

LITRE/COAT Dry:  20-25 micrometers 
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DRYING TIME   Single coat at standard film thickness, 

Touch Dry dependent on temperature and humidity  

 

Recoat 2-3 hours 

 

PRACTICAL COVERAGE The spreading capacity of this product will vary considerably 

according to the roughness and porosity of the surface. On 

smooth surface of average porosity, coverage is 13-15m2 /litre 

/coat. 

APPLICATION: Brush   Roller  

 

THINNING 

  

Brush  For sealing new or bare surfaces thin with up to 3 parts of     

clean water to 4 parts of paint (75%) 

 For normal use thinning should not exceed 2-3 parts of clean 

water to 4 parts of paint (50%-75%) 

Roller For roller application thin with up to 0.5 parts of clean water to 4 

parts of paint (10-15%) 

 

CLEANING UP Clean all equipment with water immediately after use 

 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off. 

Repair minor defects in the wall using sand whereas for larger 

holes and cracks use cement mix. Allow the surface drying time. 

Surface that remains powdery, friable or chalky after thorough 

preparation should be sealed with a coat of Dulux Exterior Crack 

Bridging Primer. 

Note: Do not apply Dulux Promise Exterior (Acrylic Based) 

during wet weather. 
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SYSTEM INFORMATION 

     

 

New Surfaces 

 

 

 

 

 

 

Powdery Surfaces 

 

 

Normal sound surfaces 

(Previously painted)  

  

Finish (3-4 coats) 

 

 

 

 

Dulux Promise 

Exterior (F904) 

Option 1 

1 coat Dulux Exterior Crack Bridging Primer 

(F921-0001) 

Option 2 (where more smoothness is desired) 

1 coat Dulux Exterior Crack Bridging Primer 

(F921-0001) 

1-2 coats of Dulux Exterior Acrylic Putty (F92X-

7771)  

1 coat of Dulux Exterior Crack Bridging Primer 

(F921-0001)   

 

Dulux Exterior Crack Bridging Primer (F921-

0001)) 

 

No primer required; however, primer application 

will improve topcoat performance. 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paints as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
WARNING 
 

Hazard Statements 
May cause an allergic skin reaction.  Toxic to aquatic life with long lasting effects. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or 
label at hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or 
doctor if you feel unwell. Dispose of contents and container in accordance with all 
local, regional, national or international regulations. 
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Dulux Ambiance VT Diamond Glo 

 

 

Product Code   F901  

 

Usage  Dulux Ambiance VT Diamond Glo is acrylic based premium 

quality paint. It is an ultra-luxurious water based interior 

emulsion with the smooth touch of velvet. Dulux Ambiance 

Velvet Touch is recommended for interior surfaces only. 

 

Pack Size 1 Litres and 4 Litres  

 

Colour Range   See Dulux Ambiance Shade card 

 

FILM PROPERTIES 

Water resistance Will tolerate the levels of atmospheric humidity present in normal 

interior environment 

 

Other Properties Colour Guard, High Coverage and Strong Hiding Power, Smooth 
Finish, Low Odour and Low VOC, No Added Lead or Mercury, 
Singapore Green Label Certified 

  

COMPOSITION (NOMINAL) Pigment: Lightfast Non-Lead Pigments 

 Binder:   Acrylic copolymer  

 Solvent:  Water 

 

VOLUME SOLIDS White 36% (nominal), other colours will vary. 

 

FILM THICKNESS/                Wet:  60-70 micrometers 

LITRE/COAT                          Dry:  25-30 micrometers 

 

DRYING TIMES  Single coat at standard film thickness 

Touch Dry Dependent on temperature and humidity 

Recoat 2-3 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 16-18m2 /litre /coat. 
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APPLICATION 

 Brush  Roller  

THINNING 

Brush  For sealing new or bare surfaces thin with up to 3 parts of clean 

water to 4 parts of paint (75%). For application with brush 

thinning should not exceed 2-3 parts of clean water to 4 parts of 

paint (60-70%). 

 

Roller For application with roller thinning should not exceed 0.5-0.75 

parts of clean water to 4 parts of paint (10-15%). 

 

CLEANING UP                      Clean all equipment with clean water immediately after use. 

 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off.  

 

FILLING NEW SURFACES After priming new surfaces with Dulux Int. Acrylic Primer or 

Dulux Prime on fill the surface with Int. Acrylic Putty. Please 

refer to PDS of Int. Acrylic Putty for correct application 

procedure and drying time properties. Third coat of Int. Acrylic 

Putty can be applied for extra smoothness. For best results 

apply one coat of Int. acrylic Primer again over wall putty and 

dry 3-4 hours.  

. 

POWDRY SURFACES Make good minor defects. For larger holes and cracks use sand 

and cement mixture. Allow the surface to dry completely. Prime 

surface with Dulux Int. Acrylic Primer or Dulux Prime on and 

then fill any surface imperfections with the Int. Acrylic Putty. 

Scuff surface using abrasive paper and dust off. 

 

SYSTEM INFORMATION 

 

New Surface 

 

 

 

 

Powdery surfaces 

 

 

Normal, sound surfaces 

(Previously painted) 

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-368) – 1 coat Primer 

Dulux Int. Acrylic Putty (F94X-6661) 2 Coat 

for best results apply third coat 

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-368), 

 

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-0368) – 1 coat Primer 

(Int. Acrylic Putty 2 coats if required) 

 

No primer required 

 

Finish (3-4 

coats) 

 

 

 

 

 

Dulux Ambiance 

VT Diamond Glo 

(F901) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

 
Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paints as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Dulux Ambiance VT Pearl Glo 

 

 

Product code    F916  

 

Usage  Dulux Ambiance VT Pearl Glo is acrylic based premium quality 

paint. It is an ultra-luxurious water based interior emulsion with 

the smooth touch of velvet. Dulux Ambiance Velvet Touch is 

recommended for interior surfaces only. 

 

Pack Size 1 Litre and 4 Litres  

 

Colour Range   See Dulux Ambiance Shade card 

FILM PROPERTIES 

Water resistance Will tolerate the levels of atmospheric humidity present in normal 

interior environment 

 

Other Properties Colour Guard, High Coverage and Strong Hiding Power, Smooth 
Finish, Low Odour and Low VOC, No Added Lead or Mercury, 
Singapore Green Label Certified 

  

COMPOSITION  Pigment: Lightfast Non-Lead Pigments 

(NOMINAL) Binder:   Acrylic copolymer  

 Solvent:  Water 

 

VOLUME SOLIDS White 37% (nominal), other colours will vary. 

 

FILM THICKNESS/  Wet:  60-70 micrometers 

LITRE/COAT  Dry:  25-30 micrometers 

 

DRYING TIMES  Single coat at standard film thickness 

Touch Dry Dependent on temperature and humidity 

Recoat 2-3 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 16-18m2 /litre /coat. 
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APPLICATION Brush   Roller  

 

THINNING 

Brush  For sealing new or bare surfaces thin with up to 3 parts of clean 

water to 4 parts of paint (75%). For application with brush 

thinning should not exceed 2-3 parts of clean water to 4 parts of 

paint (60-70%). 

 

Roller For application with roller thinning should not exceed 0.5-0.75 

parts of clean water to 4 parts of paint (10-15%). 

 

CLEANING UP                      Clean all equipment with clean water immediately after use. 

 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off.  

 

FILLING NEW SURFACES After priming new surfaces with Dulux Int. Acrylic Primer or 

Dulux Prime on fill the surface with Int. Acrylic Putty. Please 

refer to PDS of Int. Acrylic Putty for correct application 

procedure and drying time properties. Third coat of Int. Acrylic 

Putty can be applied for extra smoothness. For best results 

apply one coat of Int. acrylic Primer again over wall putty and 

dry 3-4 hours.  

. 

POWDRY SURFACES Make good minor defects. For larger holes and cracks use sand 

and cement mixture. Allow the surface to dry completely. Prime 

surface with Dulux Int. Acrylic Primer or Dulux Prime on and 

then fill any surface imperfections with the Dulux Int. Acrylic 

Putty. Scuff surface using abrasive paper and dust off. 

     

SYSTEM INFORMATION 

 

New Surface 

 

 

 

 

 

Powdery surfaces 

 

 

Normal, sound surfaces 

(Previously painted)  

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-368) – 1 coat Primer 

Dulux Int. Acrylic Putty (F94X-6661) 2 Coat for 

best results apply third coat 

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-368), 

 

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-0368) – 1 coat Primer 

(Int. Acrylic Putty 2 coats if required) 

 

No primer required 

 

Finish (3-4 coats) 

 

 

 

 

Dulux Ambiance 

VT Pearl Glo 

(F916) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paints as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Dulux Ambiance VT Rich Matt 

 

 

Product code   F915  

 

Usage  Dulux Ambiance VT Rich Matt is an acrylic based premium 

quality paint. It is an ultra-luxurious water based interior 

emulsion with the smooth touch of velvet. Dulux Ambiance 

Velvet Touch Rich Matt is recommended for interior masonry 

surfaces only.  

 

Pack Size 1 Litre and 4 Litres  

 

Colour Range  See Dulux Ambiance Shade card 

 

FILM PROPERTIES 

Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior environment 

 

Other Properties Colour Guard, High Coverage and Strong Hiding Power, Smooth 
Finish, Low Odour and Low VOC, No Added Lead or Mercury, 
Singapore Green Label Certified 

 

COMPOSITION Pigment: Lightfast Non Lead Pigments 

(NOMINAL) Binder:   Acrylic copolymer  

 Solvent:  Water 

 

VOLUME SOLIDS White 44% (nominal), other colours will vary. 

 

FILM THICKNESS/ Wet:  60-70 micrometers 

LITRE/COAT Dry:  25-30 micrometers 

 

DRYING TIMES  Single coat at standard film thickness 

Touch Dry Dependent on temperature and humidity 

Recoat 2-3 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 16-18m2 /litre /coat. 



 
Akzo Nobel  
Pakistan Limited 

23 

 

APPLICATION Brush  Roller  

 

THINNING 

Brush  For sealing new or bare surfaces thin with up to 3 parts of clean 

water to 4 parts of paint (75%). For application with brush 

thinning should not exceed 2-3 parts of clean water to 4 parts of 

paint (60-70%). 

Roller For application with roller thinning should not exceed 0.5-0.75 

parts of clean water to 4 parts of paint (10-15%). 

 

CLEANING UP                   Clean all equipment with clean water immediately after use. 

 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off.  

 

FILLING NEW SURFACES After priming new surfaces with Dulux Int. Acrylic Primer or 

Dulux Prime on fill the surface with Int. Acrylic Putty. Please 

refer to PDS of Int. Acrylic Putty for correct application 

procedure and drying time properties. Third coat of Int. Acrylic 

Putty can be applied for extra smoothness. For best results 

apply one coat of Int. acrylic Primer again over wall putty and 

dry 3-4 hours.  

. 

POWDRY SURFACES Make good minor defects. For larger holes and cracks use sand 

and cement mixture. Allow the surface to dry completely. Prime 

surface with Dulux Int. Acrylic Primer or Dulux Prime on and 

then fill any surface imperfections with the Dulux Int. Acrylic 

Putty. Scuff surface using abrasive paper and dust off. 

 

SYSTEM INFORMATION 

 

New Surface 

 

 

 

 

 

Powdery surfaces 

 

 

Normal, sound surfaces 

(Previously painted) 

  

Dulux Interior Acrylic Primer (F919-

0002) / Dulux prime-on (F500-368) – 1 

coat Primer 

Dulux Int. Acrylic Putty (F94X-6661) 2 

Coat for best results apply third coat 

Dulux Interior Acrylic Primer (F919-

0002) / Dulux prime-on (F500-368), 

 

Dulux Interior Acrylic Primer (F919-

0002) / Dulux prime-on (F500-0368) – 1 

coat Primer 

(Int. Acrylic Putty 2 coats if required) 

 

No primer required 

 

Finish (3-4 coats) 

 

 

 

 

Dulux Ambiance VT Rich 

Matt (F915) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paints as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Dulux EasyCare 

 

 

Product code    F905  
 
Usage  Dulux EasyCare is an acrylic water-based paint suitable for all 

types of interior masonry surfaces. Kidproof technology 
provides tough stain resistance making wall easy to clean 
without damaging the paint layer. With antibacterial properties 
EasyCare provides an effective protection against harmful 
bacteria.  

 
Pack Size 1 Litre, 4 Litres and 16 Litres 
 
Colour Range  See Dulux EasyCare shade card 
 

FILM PROPERTIES 
Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior and exterior environments 
 
Other Properties Washable and Easy Cleaning, Smooth Finish, Colour Guard, 

Low Odour and Low VOC, No Added Lead or Mercury, 
Singapore Green Label Certified 

  
COMPOSITION (NOMINAL) Pigment: Lightfast Non-Lead Pigments 
 Binder:   Acrylic copolymer  
 Solvent:  Water 
 
VOLUME SOLIDS White 38% (nominal), other colours will vary. 
 
FILM THICKNESS/ Wet:  60-70 micrometers    
LITRE/COAT Dry:  25-30 micrometers 
 
DRYING TIMES  Single coat at standard film thickness 
 
Touch Dry Dependent on temperature and humidity  
Recoat 2-3 hours 
 
PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 13-15m2 /litre /coat. 
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APPLICATION  Brush  Roller  
 

THINNING 
Brush  For sealing new or bare surfaces thin with up to 3 parts of clean 

water to 4 parts of paint (75%). For application with brush 
thinning should not exceed 2-3 parts of clean water to 4 parts of 
paint (60-70%). 

 
Roller For application with roller thinning should not exceed 0.5-0.75 

parts of clean water to 4 parts of paint (10-15%) 
 
CLEANING UP Clean all equipment with clean water immediately after use 
 
SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off. 

 

FILLING NEW SURFACES After priming new surfaces with Dulux Interior Acrylic Primer / 

Dulux Prime-on, fill the surface with Dulux Int. Acrylic Putty. 

Please refer to PDS of Int. Acrylic Putty for correct application 

procedure and drying time properties. Third coat of Int. Acrylic 

putty can be applied for extra smoothness. For best results 

apply one coat of primer again over wall putty and dry overnight. 

 

POWDRY SURFACE Repair minor defects in the wall using sand whereas for holes, 

and cracks use cement mix. Allow the surface to dry.  Prime 

surface with Dulux Int. Acrylic Primer or Dulux Prime on and then 

fill any surface imperfections with the Dulux Wall Putty. Scuff 

surface using abrasive paper and dust off. 

 
SYSTEM INFORMATION     
 
New surfaces 
 
 
 
 
 
 
Powdery Surface 
 
 
 
 
Normal, sound surfaces 
(Previously painted) 
 
  

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-368) – 1 coat Primer 

Dulux Int. Acrylic Putty (F94X-6661) 2 Coat for 

best results apply third coat 

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-368), 

 

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-0368) – 1 coat Primer 

(Int. Acrylic Putty 2 coats if required) 

 

 

No primer required 

 

 

Finish (3-4 coats) 

 

 

 

 

Dulux EasyCare  

(F905) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paints as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks, and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
 
  

Hazard Statements: 
Toxic to aquatic life. 
Harmful to aquatic life with long lasting effects. 
 
Precautionary Statements: 
Keep out of reach of children. If medical advice is needed, have product container or 
label at hand.  Do not get in eyes, on skin, or on clothing. Avoid release to the 
environment. Dispose of contents and container in accordance with all local, regional, 
national or international regulations. 
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Dulux Light & Space 

 

 

Product code   F988  

 

Usage  Dulux Light & Space is premium quality water based interior 

emulsion incorporating Lumitec technology. It has outstanding 

scrub resistance, excellent coverage and smoothness.    

 

Pack Size 4 Litres 

 

Colour Range  See Dulux Light & Space shade card 

FILM PROPERTIES 

 

Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior and exterior environments 

  

COMPOSITION Pigment: Lightfast Non-Lead Pigments 

(NOMINAL) Binder:   Acrylic copolymer  

 Solvent:  Water 

 

VOLUME SOLIDS  41% (nominal) for white and all colours 

 

DRYING TIMES   Single coat at standard film thickness 

Touch Dry Dependent on temperature and humidity  

Recoat    2-3 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 14-16m2 /litre /coat. 

 

APPLICATION Brush  Roller  

THINNING 

Brush For sealing new or bare surfaces thin with up to 3 parts of clean 

water to 4 parts of paint (75%), For application with brush 

thinning should not exceed 2-3 parts of clean water to 4 parts of 

paint (50-75%).  
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Roller  For application with roller thinning should not exceed (0.4-0.6) 

parts of clean water to 4 parts of paint (10-15%) 

 

CLEANING UP Clean all equipment with clean water immediately after us. 

 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off.  

 

FILLING NEW SURFACES After priming new surfaces with Dulux Int. Acrylic Primer or 

Dulux Prime on fill the surface with Int. Acrylic Putty. Please 

refer to PDS of Int. Acrylic Putty for correct application 

procedure and drying time properties. Third coat of Int. Acrylic 

Putty can be applied for extra smoothness. For best results 

apply one coat of Int. acrylic Primer again over wall putty and 

dry 3-4 hours.  

. 

POWDRY SURFACES Make good minor defects. For larger holes and cracks use sand 

and cement mixture. Allow the surface to dry completely. Prime 

surface with Dulux Int. Acrylic Primer or Dulux Prime on and 

then fill any surface imperfections with the Int. Acrylic Putty. 

Scuff surface using abrasive paper and dust off. 

 

SYSTEM INFORMATION     

 

 

New Surface 

 

 

 

 

Powdery surfaces 

 

 

Normal, sound surfaces 

(Previously painted) 

  

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-368) – 1 coat Primer 

Dulux Int. Acrylic Putty (F94X-6661) 2 Coat 

for best results apply third coat 

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-368), 

 

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-0368) – 1 coat Primer 

(Int. Acrylic Putty 2 coats if required) 

 

No primer required 

 

 

 

Finish (3-4 

coats) 

 

 

 

Dulux Light & 

Space (F988-

line) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg  
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paints as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Dulux Pentalite Classic 

 

Product code   F935  
 

Usage Dulux Pentalite Classic is a 100% acrylic paint, suitable for all 

types of interior masonry surfaces. Based on the new 

ProCover+ Technology, Dulux Pentalite Classic, provides 

higher opacity and coverage as compared to ordinary paints. 

With the added benefits of ColourGuard Technology, Dulux 

Pentalite Classic also keeps your walls looking beautiful for 

longer. 

 

Pack Size 1 Litres, 4 Litres and 16 Litres 

 

Colour Range  See Dulux Pentalite Classic shade card 
 

FILM PROPERTIES 
 
Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior and exterior environments 

 

Other Properties Colour Guard, Smooth Finish, No Added Lead or Mercury, Low 

Odour and Low VOC, Singapore Green Label Certified 

  

COMPOSITION (NOMINAL) Pigment: Lightfast Non Lead Pigments 

 Binder: Acrylic copolymer  

 Solvent: Water 

 

VOLUME SOLIDS White 41% (nominal), other colours will vary. 

 

FILM THICKNESS/                Wet:  60-70 micrometers 

LITRE/COAT Dry:   25-30 micrometers 

 

DRYING TIMES  Single coat at standard film thickness 
Touch Dry Dependent on temperature and humidity  

Recoat 2-3 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 14-16m2 /litre /coat. 
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APPLICATION Brush  Roller  

 

THINNING 
 
Brush  For sealing new or bare surfaces thin with up to 3 parts of clean 

water to 4 parts of paint (75%). For application with brush 

thinning should not exceed 2-3 parts of clean water to 4 parts of 

paint (60-70%). 

 

Roller For application with roller thinning should not exceed 0.5-0.75 

parts of clean water to 4 parts of paint (10-15%) 

 

CLEANING UP Clean all equipment with clean water immediately after use 

 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off. 

 

FILLING NEW SURFACES After priming new surfaces with Dulux Interior Acrylic Primer / 

Dulux Prime-on, fill the surface with Dulux Int. Acrylic Putty. 

Please refer to PDS of Int. Acrylic Putty for correct application 

procedure and drying time properties. Third coat of Int. Acrylic 

putty can be applied for extra smoothness. For best results 

apply one coat of primer again over wall putty and dry overnight. 

 

POWDRY SURFACE Repair minor defects in the wall using sand whereas for holes, 

and cracks use cement mix. Allow the surface to dry.  Prime 

surface with Dulux Int. Acrylic Primer or Dulux Prime on and then 

fill any surface imperfections with the Dulux Int. Acrylic Putty. 

Scuff surface using abrasive paper and dust off. 

 

SYSTEM INFORMATION 

  

New Surface 

 

 

 

 

Powdery surfaces 

 

 

Normal, sound surfaces 

(Previously painted) 

 
  

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-368) – 1 coat Primer 

Dulux Int. Acrylic Putty (F94X-6661) 2 Coat 

for best results apply third coat 

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-368), 

 

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-0368) – 1 coat Primer 

(Int. Acrylic Putty 2 coats if required) 

 

No primer required 

 

Finish (3-4 coats) 

 

 

 

 

Dulux Pentalite Classic 

(acrylic based) 

(F935) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10ktg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paints as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction.   
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Dulux Pentalite 

 

 

Product code   F931/F932 Line 

 

Usage Dulux Pentalite Special Plastic Emulsion (Acrylic Based) is a 

premium quality emulsion with a smooth matt finish. It is suitable 

for all normal interior masonry surfaces including brickwork, 

plaster, cement and wallboards. 

 

Pack Size 1 Litre, 4 Litres and 16 Litres 

 

Colour Range  See Pentalite shade card 

FILM PROPERTIES 

 

Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior and exterior environments 

 

Other Properties Low Odour and Low VOC, No Added Lead or Mercury 

  

COMPOSITION (NOMINAL) Pigment: Lightfast Non Lead Pigments 

 Binder:   Acrylic copolymer Emulsion 

 Solvent:  Water 

 

VOLUME SOLIDS  White 44% (nominal), other colours will vary. 

 

FILM THICKNESS/ Wet:  60-70 micrometers 

LITRE/COAT Dry:  25-30 micrometers 

 

DRYING TIMES   Single coat at standard film thickness 

Touch Dry Dependent on temperature and humidity  

Recoat    2-3 hours 

 

 

PRACTICAL COVERAGE: A guide to the practical coverage which can be achieved under 

normal conditions is 14-16m2 /litre /coat. 
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APPLICATION: Brush  Roller  

THINNING 

 

Brush  For sealing new of bare surfaces thin with up to 3 parts of clean 

water to 4 parts of paint (75%) 

For normal use thinning should not exceed 2-3 parts of clean 

water to 4 parts of paints (50-75%) 

 

Roller For roller application thin with up to 0.5 parts of clean water to 4 

parts of paints (10-15%) 

 

CLEANING UP Clean all equipment with clean water immediately after use 

 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off.  

 

FILLING NEW SURFACES After priming new surfaces with Dulux Int. Acrylic Primer or 

Dulux Prime on fill the surface with Int. Acrylic Putty. Please refer 

to PDS of Int. Acrylic Putty for correct application procedure and 

drying time properties. Third coat of Int. Acrylic Putty can be 

applied for extra smoothness. For best results apply one coat of 

Int. acrylic Primer again over wall putty and dry 3-4 hours.  

. 

POWDRY SURFACES Make good minor defects. For larger holes and cracks use sand 

and cement mixture. Allow the surface to dry completely. Prime 

surface with Dulux Int. Acrylic Primer or Dulux Prime on and 

then fill any surface imperfections with the Dulux Int. Acrylic 

Putty. Scuff surface using abrasive paper and dust off. 

 

SYSTEM INFORMATION     

 

 

New Surface 

 

 

 

Powdery surfaces 

 

 

Normal, sound surfaces 

(Previously painted) 

  

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-368) – 1 coat Primer 

Dulux Int. Acrylic Putty (F94X-6661) - 2 Coat 

for best results apply third coat 

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-368), 

 

Dulux Interior Acrylic Primer (F919-0002) / 

Dulux prime-on (F500-0368) – 1 coat Primer 

(Int. Acrylic Putty 2 coats if required) 

 

No primer required 

 

Finish (3-4 

coats) 

 

 

 

Dulux Pentalite 

Special Plastic 

Emulsion 

(acrylic based) 

(F931) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 

Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paints as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 

  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Dulux Promise Interior Emulsion 

 

 

Product code   F903  

 
Usage  Dulux Promise Interior is water based acrylic emulsion paint. 

Powered with unique Anti-Chalking properties, it prevents the 
paint film from chalking due to environmental elements. Dulux 
promise interior is also equipped with Chroma Brite Technology 
which delivers richer brighter colours, making the walls of your 
home look radiant and beautiful for years to come. 

 
Pack Size 1 Litre, 4 Litres and 16 Litres 
 

Colour Range  See Dulux Promise Interior shade card 
 
FILM PROPERTIES 
 
Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior and exterior environments 
 
Other Properties Chroma Brite Technology, Anti-Chalking, Smooth Finish, High 

Opacity and Coverage, Low Odour and Low VOC, No Added 
Lead or Mercury, Singapore Green Label Certified 

  
COMPOSITION (NOMINAL) Pigment: Lightfast Non-Lead Pigments 
 Binder:   Acrylic copolymer  
 Solvent:  Water 
 
VOLUME SOLIDS White 40% (nominal), other colours will vary. 
 
FILM THICKNESS/ Wet:  60-70 micrometers 
LITRE/COAT Dry:  25-30 micrometers    

 

DRYING TIMES  Single coat at standard film thickness 
Touch Dry Dependent on temperature and humidity  
Recoat 2-3 hours 
 
PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 13-15m2 /litre /coat. 
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APPLICATION  Brush  Roller  
 
 
THINNING 
 
Brush  For sealing new or bare surfaces thin with up to 3 parts of clean 

water to 4 parts of paint (75%). For application with brush 
thinning should not exceed 2-3 parts of clean water to 4 parts of 
paint (60-75%). 

 
Roller For application with roller thinning should not exceed 0.5-0.75 

parts of clean water to 4 parts of paint (10-15%) 
 
CLEANING UP Clean all equipment with clean water immediately after use 
 
SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 
affected by mould, lichens, algae or moss with bleach. 
Previously painted surfaces should be thoroughly rubbed down 
using a suitable abrasive paper and then dust off. 

 

FILLING NEW SURFACES After priming new surfaces with Dulux Promise Primer, fill the 
surface with Promise Wall Putty. Please refer to SDS of Promise 
Wall Putty for correct application procedure and drying time 
properties. Third coat of Promise wall putty can be applied for 
extra smoothness. For best results apply one coat of Dulux 
Promise Primer again over wall putty and dry overnight. 

 
POWDRY, DUSTY  Repair minor defects in the wall using sand whereas for larger 
SURFACES DEFECTS, holes and cracks use cement mix. Allow the surface drying time.  
CRACKS AND Prime surface with Promise Primer and then fill any surface 
OTHER SURFACES imperfections with the Promise Wall Putty. Scuff surface using 

abrasive paper and dust off. 
 .  
SYSTEM INFORMATION     
 
New surfaces 
 
 
 
 
 
Powdery Surface 
 
Normal, sound surfaces 
(Previously painted) 
 
  

Dulux Promise Primer(F912-9595) (1 
coat) 
Dulux Promise Putty (F962-9596) (2-3 
Coats)  
Dulux Promise Primer(F912-9595) (1 
coat) 
 
Dulux Promise Primer     (F912-9595) 
(Apply 1 coat of putty if required) 
 
 No Primer required 

 

Finish (3-4 coats) 

 

 

Dulux Promise interior 

Emulsion 

 (F903) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paints as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national, or 
international regulations. 
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Paintex Star Emulsion 

 

 

Product code   F926  
 

Usage  Paintex Star Emulsion is an economical emulsion with a smooth 

matt finish. It is suitable for all normal interior masonry surfaces 

including brickwork, Plaster, cement and wallboards. 

 

Pack Size 3.64 Litres and 14.56 Litres 

 

Colour Range  See Paintex Star Emulsion shade card 

FILM PROPERTIES 

 

Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior and exterior environments 

  

COMPOSITION (NOMINAL) Pigment: Lightfast Non-Lead Pigments 

 Binder:    PVA copolymer Emulsion 

 Solvent:  Water 

 

VOLUME SOLIDS White 39% (nominal), other colours will vary. 

 

FILM THICKNESS/             Wet:  60-70 micrometers 

LITRE/COAT Dry:  25-30 micrometers   

 

DRYING TIMES  Single coat at standard film thickness 

Touch Dry Dependent on temperature and humidity  

Recoat   2-3 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 12-14m2 /litre /coat. 

 

APPLICATION Brush   Roller  
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THINNING 

Brush  For sealing new of bare surfaces thin with up to 3 parts of clean 

water to 4 parts of paint (75%)  

For normal use thinning should not exceed 2-3 parts of clean 

water to 4 parts of paint (50-75%) 

Roller For roller application thin with up to 0.5 parts of clean water to 4 

parts of paint (10-15%) 

 

CLEANING UP Clean all equipment with white water immediately after use 

 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off. 

 

FILLING NEW SURFACES After priming new surface with Paintex Ultraprime fill any 

surface imperfections with Paintex wall putty. Third coat of 

Paintex wall putty can be applied for extra smoothness. For best 

results apply one coat of prime-on again over wall putty and dry 

overnight.  

 

SYSTEM INFORMATION 

     

New surfaces 
 
 
 
 
Powdery surfaces 
 
 
 
Normal, sound surfaces 
(Previously painted) 
 

 

 

 

 

 

 

 

 

 

 

 

  

Primer (1 coat) 
Paintex Ultraprime (F502-8888) 

(Paintex wall putty 2 coats if 
required) 
 
Paintex Ultraprime (F502-8888) 

(Paintex wall putty 2 coats if 
required) 
 
No primer required 
 

 

No primer required 

Finish (3-4 coats) 
 
 
Paintex Star (F926) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paints as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Paintex Ultratex 

 

 

Product Code   F945  

 

Usage  Paintex Ultratex is an economical water-based paint that has 

excellent coverage and provides a smooth matt finish. It is 

suitable for all normal interior masonry surfaces including 

brickwork, plaster, cement and wallboards. 

 

Pack Size 6 Kg and 24 Kg 

 

Colour Range  See Paintex Ultratex shade card. 

 

FILM PROPERTIES 

Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior environments 

  

COMPOSITION (NOMINAL) Pigment: Lightfast Non-Lead Pigments 

 Binder: PVA   

 Solvent: Water 

 

VOLUME SOLIDS White 50% (nominal), other colours will vary. 

 

DRYING TIMES  Single coat at standard film thickness 

Touch Dry Dependent on temperature and humidity  

Recoat 2-3 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is    10-12m2 /Kg /coat. 

APPLICATION  Brush   Roller  

THINNING 

Brush or Roller For normal use, thinning should not exceed 2-2.5 parts of clean 

water to 4 parts of paint (50-75%). 

Roller Add up to 0.5 part of water to 4 parts of paint (10-15%)  
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CLEANING UP Clean all equipment with clean water immediately after use 

 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off. 

FILLING NEW SURFACES After priming new surface with Paintex Ultraprime fill any 

surface imperfections with Paintex Wall Putty. Allow the filler to 

dry before painting. 

 

SYSTEM INFORMATION     

             

New Surfaces  
 
 
 
Powdery Surfaces 
  
 
 
Normal, sound surfaces  
(Previously painted) 
 
  

 
Finish (3-4 coats) 
 
 
 
Paintex Ultratex (F945) 

 

 
Paintex Ultraprime (F502-8888) 
1 coat Paintex wall putty 2 coats 
if required 
 
Paintex Ultraprime (F502-8888) 
1 coat, Paintex wall putty 2 coats 
if required 
 
 
No primer required 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paints as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Paintex Star Emulsion Plus 

 

 
 

Product Code   F926  

 

Usage  Paintex Star Emulsion Plus is an economical emulsion with a 

smooth matt finish. It is suitable for all normal interior masonry 

surfaces including brickwork, plaster, cement and wallboards. 

 

Pack Size 3.64 Litres and 14.56 Litres 

 

Colour Range  See Paintex Emulsion Star Plus shade card 

FILM PROPERTIES 

 

Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior and exterior environments 

  

COMPOSITION (NOMINAL) Pigment: Lightfast Non Lead Pigments 

 Binder:    PVA copolymer Emulsion 

 Solvent:  Water 

 

VOLUME SOLIDS White 39% (nominal), other colours will vary. 

 

FILM THICKNESS /                Wet:  60-70 micrometers 

LITRE/COAT Dry:  25-30 micrometers  

 

DRYING TIMES  Single coat at standard film thickness 

Touch Dry Dependent on temperature and humidity  

Recoat   2-3 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 12-14m2 /litre /coat. 

 

APPLICATION Brush   Roller  
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THINNING 

Brush  For sealing new of bare surfaces thin with up to 3 parts of clean 

water to 4 parts of paint (75%)  

For normal use thinning should not exceed 2-3 parts of clean 

water to 4 parts of paint (50-75%) 

Roller For roller application thin with up to 0.5 parts of clean water to 4 

parts of paint (10-15%) 

 

CLEANING UP Clean all equipment with white water immediately after use 

 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off. 

 

FILLING NEW SURFACES After priming new surface with Paintex Ultraprime, fill any 

surface imperfections with Paintex wall putty. Third coat of 

Paintex wall putty can be applied for extra smoothness. For best 

results apply one coat of prime-on again over wall putty and dry 

overnight.  

 

SYSTEM INFORMATION 

     

New surfaces 
 
 
 
 
Powdery surfaces 
 
 
 
Normal, sound surfaces 
(Previously painted) 
 

 

 

 

 

 

 

 

 

 

 

 

  

Primer (1 coat) 
Paintex Ultraprime (F502-8888) 

(Paintex wall putty 2 coats if 
required) 
 
Paintex Ultraprime (F502-8888) 

(Paintex wall putty 2 coats if 
required) 
 
No primer required 
 

 

No primer required 

Finish (3-4 coats) 
 
Paintex Star 
Emulsion Plus 
(F926) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paint as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Paintex Ultratex Plus 

 

 

PRODUCT CODE   F945  

 

Usage Paintex Ultratex Plus is an economical water-based paint that 

has excellent coverage and provides a smooth matt finish. It is 

suitable for all normal interior masonry surfaces including 

brickwork, plaster, cement and wallboards. 

 

Pack Size 6 Kg and 24 Kg 

 

Colour Range  See Paintex Ultratex Plus shade card. 

FILM PROPERTIES 

 

Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior environments 

  

COMPOSITION (NOMINAL) Pigment: Lightfast Non Lead Pigments 

 Binder: PVA   

 Solvent: Water 

 

VOLUME SOLIDS White 50% (nominal), other colours will vary. 

 

DRYING TIMES  Single coat at standard film thickness 

Touch Dry Dependent on temperature and humidity  

Recoat 2-3 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is    10-12m2 /Kg /coat. 

 

APPLICATION  Brush   Roller  

THINNING 

Brush or Roller For normal use, thinning should not exceed 2-2.5 parts of clean 

water to 4 parts of paint (50-75%). 

Roller Add up to 0.5 part of water to 4 parts of paint (10-15%)  
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CLEANING UP Clean all equipment with clean water immediately after use 

 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off. 

FILLING NEW SURFACES After priming new surface with Paintex Ultraprime, fill any 

surface imperfections with Paintex Wall Putty. Allow the filler to 

dry before painting. 

 

SYSTEM INFORMATION     

             

New Surfaces  
 
 
 
Powdery Surfaces 
  
 
 
Normal, sound surfaces  
(Previously painted) 
 

 

 
 
 
 
 
 
 
 

 
 
 
 
 
 

 
 

 
 
  

 
Finish (3-4 coats) 
 
 
 
Paintex Ultratex Plus (F945) 

 

 
Paintex Ultraprime (F502-8888) 
1 coat Paintex wall putty 2 coats 
if required 
 
Paintex Ultraprime (F502-8888) 
1 coat, Paintex wall putty 2 coats 
if required 
 
 
No primer required 



 
Akzo Nobel  
Pakistan Limited 

51 

 

SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paint as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin, wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Dulux Matt Finish Enamel 

 

 

Product code    F335 

 

Usage Dulux Matt enamel is a high-quality solvent-based super matt 

finish, suitable for use on all type of interior wood, metal and 

masonry surfaces. Dulux Matt Enamel has excellent resistance 

to steam and moisture, which makes it ideal for use in kitchens 

and bathrooms. 

 

Pack Size 0.91 Litre, 3.64 Litres and 14.56 Litres 

 

Colour Range  See Dulux Matt shade card 

FILM PROPERTIES 

 

Chemical resistance Resistant to mild chemical fume attack but where there is heavy 

attack, e.g. actual contact with chemicals, specialist paint 

system is recommended. 

 

Heat Resistance  Generally resistant to heat up to 90°C, but some discoloration 

of light colours may occur at temperatures above 80°C. 

 

Water resistance Resistant to the levels of atmospheric humidity present in 

normal interior and exterior environments and will withstand 

repeated washing. Not suitable for use on immersed surfaces 

 

Other Properties No Added Lead or Mercury, Pakistan Standards Certified 

 

COMPOSITION Pigment: Lightfast Non Lead Pigments 

(NOMINAL) Binder:   Alkyd. 

 Solvent: Mineral turpentine 

 

VOLUME SOLIDS White 44% (nominal), other colours will vary. 

 

FILM THICKNESS/              Wet:  65-75 micrometres 

LITRE/COAT Dry:  30-35 micrometres 
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DRYING TIMES  Single coat at standard film thickness 

Touch Dry 3-4 hours 

Recoat 16 hours 

APPLICATION Brush   Roller  Spray  

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 13-15m2 /litre /coat. 

THINNING 

Brush  Add up to 0.5 part of Mineral turpentine to 4 parts of paint (10-

15%) 

Roller Add up to 0.2 part of Mineral turpentine to 4 parts of paint (5%)

  

Spray Add up to 1 part of Mineral turpentine to 4 parts of paint (25%) 

 

SPRAY RECOMMENDATIONS 

Conventional Spray  Satisfactory through most equipment 

 

CLEANING UP Clean all equipment with Mineral turpentine immediately after 

use 

 

SURFACE PREPARATION Surface generally must be clean, dry, free from all defective or 

poorly adhering material, dirt, and grease, wax etc. previously 

painted surfaces should be thoroughly rubbed down using a 

suitable abrasive paper and then dusted off.  

 After priming new surface with Dulux prime-on fill any surface 

imperfections with Dulux Wall Putty. Third coat of Dulux wall 

putty can be applied for extra smoothness. For best results 

apply one coat of prime-on again over wall putty and dry 

overnight.  

Steel surfaces should be manually prepared by power of hand 

tool to BS7079 part A1: 1989 st3. 

For optimum performance new galvanized and aluminium 

surfaces should be cleaned and degreased, then pre-treated 

with a pre-treatment primer to ensure good adhesion 

SYSTEM INFORMATION     

 

WOOD 
 
 
Metal 
 
 
Masonry 
 

 

FLASH POINT 320  

Primer (1 coat) 
Appropriate primer 
 
 
Dulux Red Oxide primer (F540-
3099) 
 
Dulux prime-on (F500-368) 

Finish (2-3 coats) 
 
 
 
Dulux Matt Finish Enamel 
F335 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 

 

Flammable. In case of fire use foam, dry powder, AFFF, CO2 fire extinguisher. Never use 

water. No smoking. Keep out of reach of children. Keep away from sources of ignition. Keep 

container tightly closed and upright to prevent leakage when not in use. Work only in areas of 

good ventilation. Inside always keep doors and windows fully open during application and 

drying. Irritating to eyes and skin. Contains COBALT CARBOXYLATE & METHYL ETHYL 

KETOXIME, May produce an allergic reaction. When applying paint it is advisable to wear eye 

protection. In case of contact with eyes rinse immediately with plenty of water keeping eyelids 

apart and seek medical advice. Repeated exposure may cause skin dryness or cracking. Wear 

gloves while working. In case of contact with skin use soap and water or a recognized skin 

cleaner. Use suitable respiratory equipment while applying paint in narrow spaces. Dry 

sanding, flame cutting and or welding of the dry paint film will give rise to dust and or hazardous 

fumes. Wet sanding should be used wherever possible. If exposure cannot be avoided by the 

provision of local exhaust ventilation, suitable respiratory protective equipment should be 

used. In case of insufficient ventilation during spraying wear suitable respiratory equipment, a 

suitable cartridge mask should be worn provided the filter is changed regularly. All respiratory 

equipment must meet an appropriate approved standard. Do not breathe Vapor or sanding 

dust. If inhalation causes physical discomfort move to fresh air. If discomfort persists or any 

breathing difficulty occurs, move to fresh air and seek medical advice by showing container 

label. Harmful if swallowed seek medical advice immediately. Care must be taken when 

transporting paint. Keep container tightly closed and upright to prevent leakage when not in 

use. Store in a cool and dry place. In the event of an accident, collect spillage using sand or 

earth. Do not empty into drains or watercourses. Very toxic to aquatic organisms. May cause 

long term adverse effects in the aquatic environment. Dispose of any paint waste in 

accordance with the appropriate environment quality regulations. Safety Data Sheet available 

for professional users on request. This container is only for paint use. 

CONTAINS NO ADDED LEAD OR MERCURY 
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Dulux Gloss Enamel 

 

 

Product code    F332 

 

Usage  Dulux Gloss enamel is a high-quality solvent-based super gloss 

finish, suitable for use on all types of interior and exterior wood 

and metal surfaces. Dulux Gloss Enamel gives a smooth mirror 

like finish and has excellent durability. 

 

Pack Size 0.91 Litres, 3.64 Litres and 14.56 Litres 

 

Colour Range  See Dulux Gloss Enamel shade card 

FILM PROPERTIES 

 

Chemical resistance Resistant to mild chemical fume attack but where there is heavy 

attack, e.g. actual contact with chemicals, specialist paint 

systems are recommended 

 

Heat Resistance  Generally resistant to heat up to 90°C, but some discoloration 

of light colours may occur at temperatures above 80°C. 

 

Water resistance Resistant to the levels of atmospheric humidity present in 

normal interior and exterior environment and will with stand 

repeated washing. Not suitable for use on immersed surfaces 

 

Other Properties Non-Yellowing, Better Flow, Better Coverage, No Added Lead 

or Mercury, Pakistan Standards Certified 

 

COMPOSITION (NOMINAL) Pigment: Lightfast Non Lead Pigments 

 Binder:    Alkyd. 

 Solvent:   Mineral turpentine. 

 

VOLUME SOLIDS White 40% (nominal), other colours will vary. 

 

FILM THICKNESS/ Wet: 65-75 micrometres         

LITRE/COAT Dry: 25-30 micrometres. 
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DRYING TIMES   Single coat at standard film thickness 

Touch Dry 2-4 hours 

Recoat 16 hours 

 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 13-15m2 /litre /coat. 

 

APPLICATION   Brush   Roller  Spray  

THINNING 

 

Brush  Add up to 0.5 part of Mineral turpentine to 4 parts of paint (10-

15%) 

Roller Add up to 0.2 part of Mineral turpentine to 4 parts of paint (5%)

  

Spray Add up to 1 part of Mineral turpentine to 4 parts of paint (25%) 

SPRAY RECOMMENDATIONS 

 
Conventional Spray  Satisfactory through most equipment 

 

CLEANING UP Clean all equipment with Mineral turpentine immediately after 

use 

SURFACE PREPARATION Surface generally must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease and wax etc. Previously 

painted surfaces should be thoroughly rubbed down using a 

suitable abrasive paper and then dusted off.  

 Steel surfaces should be manually prepared by power or hand 

tool. 

 For optimum performance new galvanized and aluminium 

surfaces should be cleaned and degreased, then pre-treated 

with an appropriate pre-treatment primer to ensure good 

adhesion. 

 

SYSTEM INFORMATION     

 

Wood 

 

 

 

Metal 

 

 

 

FLASH POINT 320 

  

Primer (1 coat) 

Appropriate primer 

 

 

Dulux Red Oxide primer 

(F540-3099) 

 

Finish (2-3 coats) 

 

 

 

Dulux Gloss Enamel 

F332 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 

 
Flammable. In case of fire use foam, dry powder, AFFF, CO2 fire extinguisher. Never use 

water. No smoking. Keep out of reach of children. Keep away from sources of ignition. Keep 

container tightly closed and upright to prevent leakage when not in use. Work only in areas of 

good ventilation. Inside always keep doors and windows fully open during application and 

drying. Irritating to eyes and skin. Contains COBALT CARBOXYLATE, May produce an 

allergic reaction. When applying paint it is advisable to wear eye protection. In case of contact 

with eyes rinse immediately with plenty of water keeping eyelids apart and seek medical 

advice. Repeated exposure may cause skin dryness or cracking. Wear gloves while working. 

In case of contact with skin, use soap and water or a recognized skin cleaner. Use suitable 

respiratory equipment while applying paint in narrow spaces. Dry sanding, flame cutting and 

or welding of the dry paint film will give rise to dust and or hazardous fumes. Wet sanding 

should be used wherever possible. If exposure cannot be avoided by the provision of local 

exhaust ventilation, suitable respiratory protective equipment should be used. In case of 

insufficient ventilation during spraying wear suitable respiratory equipment, a suitable 

cartridge mask should be worn provided the filter is changed regularly. All respiratory 

equipment must meet an appropriate approved standard. Do not breathe Vapor or sanding 

dust. If inhalation causes physical discomfort move to fresh air. If discomfort persists or any 

breathing difficulty occurs, move to fresh air and seek medical advice by showing container 

label. Harmful if swallowed seek medical advice immediately. Care must be taken when 

transporting paint. Keep container tightly closed and upright to prevent leakage when not in 

use. Store in a cool and dry place. In the event of an accident, collect spillage using sand or 

earth. Do not empty into drains or watercourses. Very toxic to aquatic organisms. May cause 

long term adverse effects in the aquatic environment. Dispose of any paint waste in 

accordance with the appropriate environment quality regulations. Safety Data Sheet available 

for professional users on request. This container is only for paint use. 

CONTAINS NO ADDED LEAD OR MERCURY 
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Dulux Metallic Finish 

 

 

Product code   F432 Line 

 

Usage Dulux Metallic Finish is a high-quality solvent-based metallic 

finish, suitable for use on all types of interior and exterior wood 

and metal surfaces. Dulux Metallic Finish gives a smooth 

metallic finish and has excellent durability. 

 

Pack Size 0.91 Litres and 3.64 Litres 

 

Colour Range  See Dulux Metallic shade card 

FILM PROPERTIES 

 

Chemical resistance Resistant to mild chemical fume attack but where there is heavy 

attack, e.g. actual contact with chemical special paint system 

may be required. 

 

Heat Resistance  Generally resistant to heat up to 900 C, but some discoloration 

of light colours may occur at temperatures above 800 C 

 

Water resistance Resistant to the levels of atmospheric humidity present in 

normal interior and exterior environment and will withstand 

repeated washing. Not suitable for use on immersed surfaces 

 

Other Properties Non-Yellowing, Better Flow, Better Coverage, No Added Lead 

or Mercury, Pakistan Standards Certified 

 

COMPOSITION Pigment: Lightfast Non Lead Pigments 

(NOMINAL) Binder:    Alkyd. 

 Solvent:  Special thinner  

 

VOLUME SOLIDS 36 (nominal), colours will vary 

 

DRYING TIMES  Single coat at standard thickness 

Touch Dry 20 min. 

Recoat 16 hours 
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FILM THICKNESS               Wet:  65-75 micrometres 

/LITRE/COAT                       Dry:  25-30 micrometres 

   

PRACTICAL COVERAGE: A guide to the practical coverage which can be achieved under 

normal conditions is 13-15m2 /litre /coat. 

APPLICATION: Spray  

THINNING 

 

Spray Add up to 1 part of special thinner/super petrol to two parts of 

paints 

SPRAY RECOMMENDATIONS  

Conventional Spray  Satisfactory through most equipment 

 

CLEANING UP Clean all equipment with special thinner/super petrol 

immediately after use 

SURFACE PREPARATION Surface generally must be clean, dry, free from all defective or 

poorly adhering material, dirt, and grease, wax etc. previously 

painted surfaces should be thoroughly rubbed down using a 

suitable abrasive paper and then dusted off.  

 Steel surfaces should be manually prepared by power of hand 

tool to BS7079 part A1:1989 St.3. 

For optimum performance new galvanized and aluminium 

surfaces should be cleaned and degreased, then pre-treated 

with an appropriate pre-treatment primer to ensure good 

adhesion. 

 

SYSTEM INFORMATION     

 

Metal 

 

 

 

 

FLASH POINT 230 

 

 

 

 

 

 

 

 

  

Apply on sound and 

clean substrate  

 

Finish (2-3 coats) 

 

Dulux Metallic Finish Enamel 

F432- 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 

 

Flammable. In case of fire use foam, dry powder, AFFF, CO2 fire extinguisher. Never use 

water. No smoking. Keep out of reach of children. Keep away from sources of ignition. Keep 

container tightly closed and upright to prevent leakage when not in use. Work only in areas of 

good ventilation. Inside always keep doors and windows fully open during application and 

drying. Irritating to eyes and skin. Contains COBALT CARBOXYLATE & METHYL ETHYL 

KETOXIME, May produce an allergic reaction. When applying paint it is advisable to wear eye 

protection. In case of contact with eyes rinse immediately with plenty of water keeping eyelids 

apart and seek medical advice. Repeated exposure may cause skin dryness or cracking. Wear 

gloves while working. In case of contact with skin use soap and water or a recognized skin 

cleaner. Use suitable respiratory equipment while applying paint in narrow spaces. Dry 

sanding, flame cutting and or welding of the dry paint film will give rise to dust and or hazardous 

fumes. Wet sanding should be used wherever possible. If exposure cannot be avoided by the 

provision of local exhaust ventilation, suitable respiratory protective equipment should be 

used. In case of insufficient ventilation during spraying wear suitable respiratory equipment, a 

suitable cartridge mask should be worn provided the filter is changed regularly. All respiratory 

equipment must meet an appropriate approved standard. Do not breathe Vapor or sanding 

dust. If inhalation causes physical discomfort move to fresh air. If discomfort persists or any 

breathing difficulty occurs, move to fresh air and seek medical advice by showing container 

label. Harmful if swallowed seek medical advice immediately. Care must be taken when 

transporting paint. Keep container tightly closed and upright to prevent leakage when not in 

use. Store in a cool and dry place. In the event of an accident, collect spillage using sand or 

earth. Do not empty into drains or watercourses. Very toxic to aquatic organisms. May cause 

long term adverse effects in the aquatic environment. Dispose of any paint waste in 

accordance with the appropriate environment quality regulations. Safety Data Sheet available 

for professional users on request. This container is only for paint use. 

CONTAINS NO ADDED LEAD OR MERCURY 
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Dulux Aluminium Paint 

 

 

Product code   F338-980 

 

Usage Dulux Aluminium Paint Dual Pack is a silver paint with a high 

metallic luster, which protects the surface from corrosion, 

discoloration, and the effects of heat. Typical uses include 

chimneys, pipelines, storage vessels, steam pipes, machinery 

surfaces, oven doors and heat exchangers. It has good heat 

resistance up to 250°C 

 

Pack size 0.91 Litre and 3.64 Litres. 

 

Colour Range   Silver 

FILM PROPERTIES 
 

Chemical resistance Resistant to mild chemical fume attack but where there is heavy 

attack, e.g. actual contact with chemical paint system may be 

required. 

 

Other Properties No Added Lead or Mercury, Pakistan Standards Certified 

 

COMPOSITION Pigment: Leafing Aluminium Paste 

(NOMINAL) Binder:    Alkyd. 

 Solvent:  Mineral turpentine 

 

VOLUME SOLIDS White 42% (nominal) 

  

FILM THICKNESS/ Wet: 60-70 micrometres 

LITRE/COAT  Dry: 25-30 micrometres 

 

DRYING TIMES   Single coat at standard thickness 

Touch Dry 3-4 hours 

Recoat 16 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 14-16m2 /litre /coat. 
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APPLICATION                      Brush   Roller  Spray  

THINNING 

 

Brush or Roller  Ready for use 

 

Spray Add up to 0.5 part of Mineral turpentine to 4 parts of paint (10-

12%) 

SPRAY RECOMMENDATIONS 

Conventional Spray  Satisfactory through most equipment 

 

CLEANING UP Clean all equipment with Mineral turpentine immediately after 

use 

 

SURFACE 

PREPARATION 

For optimum performance blast-clean bare steel surfaces in 

poor condition to BS 7079 part A1: 1989. Sa 2.5 to give an 

appropriate surface profile 

 

SYSTEM INFORMATION     

 

 

 

 

 

 

 

FLASH POINT 320 

  

 
Finish (2 coats) 
 
Dulux Aluminium Paint 
Dual Pack (F338-0980) 

 
Apply on clean and 
sound substrate 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 

 
Flammable. In case of fire use foam, dry powder, AFFF, CO2 fire extinguisher. Never use 

water. No smoking. Keep out of reach of children. Keep away from sources of ignition. Keep 

container tightly closed and upright to prevent leakage when not in use. Work only in areas of 

good ventilation. Inside always keep doors and windows fully open during application and 

drying. Irritating to eyes and skin. Contains COBALT CARBOXYLATE, May produce an 

allergic reaction. When applying paint it is advisable to wear eye protection. In case of contact 

with eyes rinse immediately with plenty of water keeping eyelids apart and seek medical 

advice. Repeated exposure may cause skin dryness or cracking. Wear gloves while working. 

In case of contact with skin, use soap and water or a recognized skin cleaner. Use suitable 

respiratory equipment while applying paint in narrow spaces. Dry sanding, flame cutting and 

or welding of the dry paint film will give rise to dust and or hazardous fumes. Wet sanding 

should be used wherever possible. If exposure cannot be avoided by the provision of local 

exhaust ventilation, suitable respiratory protective equipment should be used. In case of 

insufficient ventilation during spraying wear suitable respiratory equipment, a suitable 

cartridge mask should be worn provided the filter is changed regularly. All respiratory 

equipment must meet an appropriate approved standard. Do not breathe Vapor or sanding 

dust. If inhalation causes physical discomfort move to fresh air. If discomfort persists or any 

breathing difficulty occurs, move to fresh air and seek medical advice by showing container 

label. Harmful if swallowed, seek medical advice immediately. Care must be taken when 

transporting paint. Keep container tightly closed and upright to prevent leakage when not in 

use. Store in a cool and dry place. In the event of an accident, collect spillage using sand or 

earth. Do not empty into drains or watercourses. Very toxic to aquatic organisms. May cause 

long term adverse effects in the aquatic environment. Dispose off any paint waste in 

accordance with the appropriate environment quality regulations. Safety Data Sheet available 

for professional users on request. This container is only for paint use 

CONTAINS NO ADDED LEAD OR MERCURY 
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Dulux Promise Gloss Enamel 

 

 
 
Product code   F324 
 
Usage Dulux Promise Gloss Enamel is a high quality enamel paint 

recommended for Wood, Metal and Trim surfaces. It is 
especially formulated with Chromabrite technology to give a 
smooth finish with excellent colours. This enamel paint has 
excellent drying and gives the surface a beautiful glossy finish. 

 
Pack Size 0.91 Litre, 3.64 Litres  
 

Colour Range  See Dulux Promise Gloss Enamel shade card 

FILM PROPERTIES 
 
Chemical resistance Resistant to mild chemical fume attack but where there is heavy 

attack, e.g. actual contact with chemicals, specialist paint 
system is recommended 

 
Heat Resistance  Generally resistant to heat up to 90°C, but some discoloration 

of light colours may occur at temperatures above 80°C 
 
Water resistance Resistant to the levels of atmospheric humidity present in 

normal interior and exterior environment and will with stand 
repeated washing. Not suitable for use on immersed surfaces 

 
Other Properties Chroma Brite Technology, High Gloss Retention, Improved 

Drying, No Added Lead or Mercury, Pakistan Standards 
Certified 

 
COMPOSITION Pigment: Lightfast Non Lead Pigments 
(NOMINAL) Binder:    Alkyd. 
 Solvent:   Mineral turpentine. 
 
VOLUME SOLIDS White 48% (nominal), other colours will vary. 
 
FILM THICKNESS/               Wet: 65-75 micrometres         
LITRE/COAT  Dry: 25-30 micrometres. 

DRYING TIMES  Single coat at standard film thickness 
Touch Dry 2-4 hours 
Recoat 12 hours 
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PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 
normal conditions is 13-15m2 /litre /coat. 

APPLICATION Brush   Roller  

THINNING 
 

Brush  Add up to 0.5 part of Mineral turpentine to 4 parts of paint (10-
15%) 

Roller Add up to 0.2 part of Mineral turpentine to 4 parts of paint (5%)
  

SPRAY RECOMMENDATIONS 
 

Conventional Spray  Satisfactory through most equipment 
 
CLEANING UP Clean all equipment with Mineral turpentine immediately after 

use 
SURFACE PREPARATION Surface generally must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease and wax etc. Previously 
painted surfaces should be thoroughly rubbed down using a 
suitable abrasive paper and then dusted off.  

 Steel surfaces should be manually prepared by power or hand 
tool. 

 For optimum performance new galvanized and aluminium 
surfaces should be cleaned and degreased, then pre-treated 
with an appropriate pre-treatment primer to ensure good 
adhesion. 

 
SYSTEM INFORMATION  
    
WOOD 
 
 
 
Metal 
 
 
 
FLASH POINT 320 

 

  

Primer (1 coat) 

Appropriate primer 

 

 

Dulux Red Oxide primer 

(F540-3099) 

 

Finish (2-3 coats) 

 

 

 

Dulux Promise Gloss 

Enamel F324 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Flammable. In case of fire use foam, dry powder, AFFF, CO2 fire extinguisher. Never use 
water. No smoking. Keep out of reach of children. Keep away from sources of ignition. Keep 
container tightly closed and upright to prevent leakage when not in use. Work only in areas of 
good ventilation. Inside always keep doors and windows fully open during application and 
drying. Irritating to eyes and skin. Contains COBALT CARBOXYLATE, May produce an 
allergic reaction. When applying paint it is advisable to wear eye protection. In case of contact 
with eyes rinse immediately with plenty of water keeping eyelids apart and seek medical 
advice. Repeated exposure may cause skin dryness or cracking. Wear gloves while working. 
In case of contact with skin, use soap and water or a recognized skin cleaner. Use suitable 
respiratory equipment while applying paint in narrow spaces. Dry sanding, flame cutting and 
or welding of the dry paint film will give rise to dust and or hazardous fumes. Wet sanding 
should be used wherever possible. If exposure cannot be avoided by the provision of local 
exhaust ventilation, suitable respiratory protective equipment should be used. In case of 
insufficient ventilation during spraying wear suitable respiratory equipment, a suitable 
cartridge mask should be worn provided the filter is changed regularly. All respiratory 
equipment must meet an appropriate approved standard. Do not breathe Vapor or sanding 
dust. If inhalation causes physical discomfort move to fresh air. If discomfort persists or any 
breathing difficulty occurs, move to fresh air and seek medical advice by showing container 
label. Harmful if swallowed seek medical advice immediately. Care must be taken when 
transporting paint. Keep container tightly closed and upright to prevent leakage when not in 
use. Store in a cool and dry place. In the event of an accident, collect spillage using sand or 
earth. Do not empty into drains or watercourses. Very toxic to aquatic organisms. May cause 
long term adverse effects in the aquatic environment. Dispose of any paint waste in 
accordance with the appropriate environment quality regulations. Safety Data Sheet available 
for professional users on request. This container is only for paint use. 
CONTAINS NO ADDED LEAD OR MERCURY 
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Dulux Promise Metallic Enamel 

 

 

Product code   F324- Line  

 

Usage  Dulux Promise Metallic Enamel is a high quality solvent-based 

metallic finish, suitable for use on all types of interior and exterior 

wood and metal surfaces. Dulux Promise Metallic Enamel gives 

a smooth metallic finish and has excellent durability. 

 

Pack Size 0.91 Litre and 3.64 Litres 

 

Colour Range  See Dulux Promise Metallic shade card 

FILM PROPERTIES 

 

Chemical Resistance Resistant to mild chemical fume attack but where there is heavy 

attack, e.g. actual contact with chemical special paint system 

may be required. 

 

Heat Resistance  Generally resistant to heat up to 900 C, but some discoloration 

of light colours may occur at temperatures above 800 C 

 

Water resistance Resistant to the levels of atmospheric humidity present in 

normal interior and exterior environment and will withstand 

repeated washing. Not suitable for use on immersed surfaces. 

 

Other Properties Chroma Brite Technology, High Gloss Retention, Improved 
Drying, No Added Lead or Mercury, Pakistan Standards 
Certified 

 

COMPOSITION (NOMINAL) Pigment: Lightfast Non Lead Pigments 

 Binder:    Alkyd. 

 Solvent:  Special thinner  

 

VOLUME SOLIDS 36 (nominal), colours will vary 

 

FILM THICKNESS               Wet:  65-75 micrometres 

/LITRE/COAT Dry:  25-30 micrometres 

    

DRYING TIMES  Single coat at standard thickness 

Touch Dry 20 min. 
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Recoat 16 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 13-15m2 /litre /coat. 

APPLICATION Spray  

THINNING 

Spray Add up to 1 part of special thinner/super petrol to two parts of 

paints 

SPRAY RECOMMENDATIONS  

Conventional Spray            Satisfactory through most equipment 

 

CLEANING UP Clean all equipment with special thinner/super petrol 

immediately after use 

SURFACE PREPARATION Surface generally must be clean, dry, free from all defective or 

poorly adhering material, dirt, and grease, wax etc. previously 

painted surfaces should be thoroughly rubbed down using a 

suitable abrasive paper and then dusted off.  

 Steel surfaces should be manually prepared by power of hand 

tool to BS7079 part A1:1989 St.3. 

For optimum performance new galvanized and aluminium 

surfaces should be cleaned and degreased, then pre-treated 

with an appropriate pre-treatment primer to ensure good 

adhesion. 

 

SYSTEM INFORMATION     

 

Metal 

 

 

 

 

 

FLASH POINT 230 

 

 

 

 

 

 

 

 

 

  

Apply on clean and 
sound substrate  
 
 

Finish (2-3 coats) 
 
Dulux Promise Metallic  
Enamel 
F324- 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 

 

Flammable. In case of fire use foam, dry powder, AFFF, CO2 fire extinguisher. Never use 

water. No smoking. Keep out of reach of children. Keep away from sources of ignition. Keep 

container tightly closed and upright to prevent leakage when not in use. Work only in areas of 

good ventilation. Inside always keep doors and windows fully open during application and 

drying. Irritating to eyes and skin. Contains COBALT CARBOXYLATE & METHYL ETHYL 

KETOXIME, May produce an allergic reaction. When applying paint it is advisable to wear eye 

protection. In case of contact with eyes rinse immediately with plenty of water keeping eyelids 

apart and seek medical advice. Repeated exposure may cause skin dryness or cracking. Wear 

gloves while working. In case of contact with skin use soap and water or a recognized skin 

cleaner. Use suitable respiratory equipment while applying paint in narrow spaces. Dry 

sanding, flame cutting and or welding of the dry paint film will give rise to dust and or hazardous 

fumes. Wet sanding should be used wherever possible. If exposure cannot be avoided by the 

provision of local exhaust ventilation, suitable respiratory protective equipment should be 

used. In case of insufficient ventilation during spraying wear suitable respiratory equipment, a 

suitable cartridge mask should be worn provided the filter is changed regularly. All respiratory 

equipment must meet an appropriate approved standard. Do not breathe Vapor or sanding 

dust. If inhalation causes physical discomfort move to fresh air. If discomfort persists or any 

breathing difficulty occurs, move to fresh air and seek medical advice by showing container 

label. Harmful if swallowed seek medical advice immediately. Care must be taken when 

transporting paint. Keep container tightly closed and upright to prevent leakage when not in 

use. Store in a cool and dry place. In the event of an accident, collect spillage using sand or 

earth. Do not empty into drains or watercourses. Very toxic to aquatic organisms. May cause 

long term adverse effects in the aquatic environment. Dispose of any paint waste in 

accordance with the appropriate environment quality regulations. Safety Data Sheet available 

for professional users on request. This container is only for paint use. 

CONTAINS NO ADDED LEAD OR MERCURY 
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Paintex Star Synthetic Enamel 

 

 

Product code    F327 
 
Usage Paintex star synthetic enamel is a superior quality solvent-based 

gloss enamel, recommended for use on all types of interior and 
exterior wood and metal surfaces. It gives a smooth finish with 
lasting shine and has improved drying time. 

 
Pack Size 0.25 Litre, 0.91 Litre, and 3.64 Litres 
 

COLOUR RANGE  See Paintex synthetic Enamel shade card 
 
FILM PROPERTIES 
 
Chemical resistance Resistant to mild chemical fume attack but where there is heavy 

attack, e.g. actual contact with chemicals, specialist paint 
system is recommended 

 
Heat Resistance  Generally resistant to heat up to 90°C, but some discoloration 

of light colours may occur at temperatures above 80°C. 
 
Water resistance Resistant to the levels of atmospheric humidity present in 

normal interior and exterior environment and will with stand 
repeated washing. Not suitable for use on immersed surfaces. 

 
Other Properties Pakistan Standards Certified 
 
COMPOSITION Pigment: Lightfast Non Lead Pigments 
(NOMINAL)    Binder:    Alkyd. 

 Solvent:   Mineral turpentine. 
 
VOLUME SOLIDS White 48% (nominal), other colours will vary. 
 
FILM THICKNESS/               Wet: 65-75 micrometres         
LITRE/COAT  Dry: 25-30 micrometres. 

DRYING TIMES   Single coat at standard film thickness 
Touch Dry 2-4 hours 
Recoat 12 hours 
 
 
PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 13-15m2 /litre /coat. 
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APPLICATION   Brush   Roller  
 
THINNING 
 

Brush  Add up to 0.5 part of Mineral turpentine to 4 parts of paint (10-
15%) 

Roller Add up to 0.2 part of Mineral turpentine to 4 parts of paint (5%)
  

 
SPRAY RECOMMENDATIONS 
 

Conventional Spray  Satisfactory through most equipment 
 
CLEANING UP Clean all equipment with Mineral turpentine immediately after 

use 
SURFACE PREPARATION Surface generally must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease and wax etc. Previously 
painted surfaces should be thoroughly rubbed down using a 
suitable abrasive paper and then dusted off.  
Steel surfaces should be manually prepared by power or hand 
tool. 
For optimum performance new galvanized and aluminium 
surfaces should be cleaned and degreased, then pre-treated 
with an appropriate pre-treatment primer to ensure good 
adhesion. 

SYSTEM INFORMATION    
  
 Wood 
 
 
  Metal 
 
 
 
FLASH POINT 320 

 

  

Primer (1 coat) 

Appropriate primer 

 

Dulux Red Oxide primer 

(F540-3099) 

 

Finish (2-3 coats) 

 

Paintex Star Synthetic 

Enamel 

(F327-) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Flammable. In case of fire use foam, dry powder, AFFF, CO2 fire extinguisher. Never use 
water. No smoking. Keep out of reach of children. Keep away from sources of ignition. Keep 
container tightly closed and upright to prevent leakage when not in use. Work only in areas of 
good ventilation. Inside always keep doors and windows fully open during application and 
drying. Irritating to eyes and skin. Contains COBALT CARBOXYLATE, May produce an 
allergic reaction. When applying paint it is advisable to wear eye protection. In case of contact 
with eyes rinse immediately with plenty of water keeping eyelids apart and seek medical 
advice. Repeated exposure may cause skin dryness or cracking. Wear gloves while working. 
In case of contact with skin, use soap and water or a recognized skin cleaner. Use suitable 
respiratory equipment while applying paint in narrow spaces. Dry sanding, flame cutting and 
or welding of the dry paint film will give rise to dust and or hazardous fumes. Wet sanding 
should be used wherever possible. If exposure cannot be avoided by the provision of local 
exhaust ventilation, suitable respiratory protective equipment should be used. In case of 
insufficient ventilation during spraying wear suitable respiratory equipment, a suitable 
cartridge mask should be worn provided the filter is changed regularly. All respiratory 
equipment must meet an appropriate approved standard. Do not breathe Vapor or sanding 
dust. If inhalation causes physical discomfort move to fresh air. If discomfort persists or any 
breathing difficulty occurs, move to fresh air and seek medical advice by showing container 
label. Harmful if swallowed seek medical advice immediately. Care must be taken when 
transporting paint. Keep container tightly closed and upright to prevent leakage when not in 
use. Store in a cool and dry place. In the event of an accident, collect spillage using sand or 
earth. Do not empty into drains or watercourses. Very toxic to aquatic organisms. May cause 
long term adverse effects in the aquatic environment. Dispose of any paint waste in 
accordance with the appropriate environment quality regulations. Safety Data Sheet available 
for professional users on request. This container is only for paint use. 
CONTAINS NO ADDED LEAD OR MERCURY 
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Paintex Star Synthetic Metallic Enamel 

 

 

Product code   F434- Line  

 

Usage Paintex Star Synthetic Metallic Enamel is a high quality solvent-

based metallic finish, suitable for use on all types of interior and 

exterior wood and metal surfaces. Paintex Star Synthetic 

Metallic Enamel gives a smooth metallic finish and has excellent 

durability. 

 

Pack Size 0.91 Litres and 3.64 Litres 

 

Colour Range  See Paintex Star Synthetic Enamel shade card 

FILM PROPERTIES 

 

Chemical resistance Resistant to mild chemical fume attack but where there is heavy 

attack, e.g. actual contact with chemical special paint system 

may be required. 

 

Heat Resistance  Generally resistant to heat up to 900 C, but some discoloration 

of light colours may occur at temperatures above 800 C 

 

Water resistance Resistant to the levels of atmospheric humidity present in 

normal interior and exterior environment and will withstand 

repeated washing. Not suitable for use on immersed surfaces. 

 

Other Properties Pakistan Standards Certified 
 

 

COMPOSITION (NOMINAL) Pigment: Lightfast Non Lead Pigments 

 Binder:    Alkyd. 

 Solvent:  Special thinner  

 

VOLUME SOLIDS 36 (nominal), colours will vary 

 

FILM THICKNESS               Wet:  65-75 micrometres 

/LITRE/COAT Dry:  25-30 micrometres 
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DRYING TIMES  Single coat at standard thickness 

Touch Dry 20 min. 

Recoat 16 hours 

 

    

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 13-15m2 /litre /coat. 

APPLICATION Spray  

THINNING 

Spray Add up to 1 part of special thinner/super petrol to two parts of 

paints 

SPRAY RECOMMENDATIONS  

Conventional Spray            Satisfactory through most equipment 

 

CLEANING UP Clean all equipment with special thinner/super petrol 

immediately after use 

SURFACE PREPARATION Surface generally must be clean, dry, free from all defective or 

poorly adhering material, dirt, and grease, wax etc. previously 

painted surfaces should be thoroughly rubbed down using a 

suitable abrasive paper and then dusted off.  

 Steel surfaces should be manually prepared by power of hand 

tool to BS7079 part A1:1989 St.3. 

For optimum performance new galvanized and aluminium 

surfaces should be cleaned and degreased, then pre-treated 

with an appropriate pre-treatment primer to ensure good 

adhesion. 

 

SYSTEM INFORMATION     

 

Metal 

 

 

 

 

 

FLASH POINT 230 

 

 

 

 

 

 

  

Apply on clean and 

sound substrate  

 
 

Finish (2-3 coats) 

 

Paintex Star Synthetic Metallic 

Enamel  

F434- 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 

 

Flammable. In case of fire use foam, dry powder, AFFF, CO2 fire extinguisher. Never use 

water. No smoking. Keep out of reach of children. Keep away from sources of ignition. Keep 

container tightly closed and upright to prevent leakage when not in use. Work only in areas of 

good ventilation. Inside always keep doors and windows fully open during application and 

drying. Irritating to eyes and skin. Contains COBALT CARBOXYLATE & METHYL ETHYL 

KETOXIME, May produce an allergic reaction. When applying paint it is advisable to wear eye 

protection. In case of contact with eyes rinse immediately with plenty of water keeping eyelids 

apart and seek medical advice. Repeated exposure may cause skin dryness or cracking. Wear 

gloves while working. In case of contact with skin use soap and water or a recognized skin 

cleaner. Use suitable respiratory equipment while applying paint in narrow spaces. Dry 

sanding, flame cutting and or welding of the dry paint film will give rise to dust and or hazardous 

fumes. Wet sanding should be used wherever possible. If exposure cannot be avoided by the 

provision of local exhaust ventilation, suitable respiratory protective equipment should be 

used. In case of insufficient ventilation during spraying wear suitable respiratory equipment, a 

suitable cartridge mask should be worn provided the filter is changed regularly. All respiratory 

equipment must meet an appropriate approved standard. Do not breathe Vapor or sanding 

dust. If inhalation causes physical discomfort move to fresh air. If discomfort persists or any 

breathing difficulty occurs, move to fresh air and seek medical advice by showing container 

label. Harmful if swallowed seek medical advice immediately. Care must be taken when 

transporting paint. Keep container tightly closed and upright to prevent leakage when not in 

use. Store in a cool and dry place. In the event of an accident, collect spillage using sand or 

earth. Do not empty into drains or watercourses. Very toxic to aquatic organisms. May cause 

long term adverse effects in the aquatic environment. Dispose of any paint waste in 

accordance with the appropriate environment quality regulations. Safety Data Sheet available 

for professional users on request. This container is only for paint use. 

CONTAINS NO ADDED LEAD OR MERCURY 
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Dulux Woodcare Special Thinner 
 

 
PRODUCT CODE F851-4444 

 

Usage Dulux Woodcare Special Thinner has the quality and strength to 

make all Woodcare products to be soluble to their maximum. It 

makes all Woodcare product applications easier. It cleans the 

equipment efficiently, making the most of wood’s natural qualities. 

It produces finishes that are easy to apply and easy to maintain 

allowing the inherent character and style of the material to shine 

through.  

 

Pack Size 0.91 Litre and 3.64 Litres   

 

Colour Range Clear White 

 

FILM PROPERTIES 

 

Flammability  Highly flammable 

 

Water Resistance              Withstand to the levels of atmospheric humidity       

  normal interior and exterior environments 

 

Other Properties                No Added Lead or Mercury 
 

COMPOSITION                   Mixture of solvents 

     

FLASH POINT                    12C° 

 

THINNING RATIO              Sealer:  1:1-1.5 Thinning with Woodcare   Special  

                                            Thinner 

                                            Lacquer:   1:1-1.5 Thinning with Woodcare Special Thinner  

 

CLEANING UP                   Clean all equipment with Woodcare Special Thinner 

                                            immediately after use. 

            

OPTIMAL WORKING        Good Ventilation 

CONDITIONS:      
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 

 
Highly flammable. Harmful by inhalation & in contact with skin. Keep out of reach of children. 

Do not breath solvent Vapor/spray. Keep container in a well-ventilated place. Irritating to eyes, 

respiratory system & skin. Keep away from food, drink & animal feeding stuff. Contains 

Aromatic & Aliphatic solvents. Wear suitable protective clothing & gloves. Avoid contact 

with eyes and skin. In case of contact with eyes rinse immediately with plenty of water and 

seek medical advice. Keep away from sources of ignition. No smoking. Take precautionary 

measures against static discharges. Wear suitable protective equipment during sanding. Dry 

sanding of the dry paint film will give rise to paint and wooden dust, such type of surfaces 

should be sanded with wet sanding paper. If swallowed, rinse mouth with water (only if the 

person is conscious) & show this container or label to a medical practitioner. In case of fire 

use foam, dry powder, AFFF, CO2 never use water. Is very toxic to aquatic organisms and 

may cause long term adverse effects in the aquatic environment. Do not empty into drains. 

Dispose of any paint in accordance with the appropriate Environment Regulations. This 

container is only for paint use. Safety Data Sheet available for professional users on request. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 
Akzo Nobel  
Pakistan Limited 

80 

 

 

Dulux Woodcare Lacquer 

 

 
 

Product Code     F019 

 

Usage  Dulux Woodcare Lacquer is used as top coat on a sealed wood 

surface to provide protection and smooth finish. Its flexibility 

gives long life performance without cracking. Provides excellent 

resistance to water, tea and beverages stains. 

 

Packing     0.91 Litre and 3.64 Litres 

 

Finishes    Gloss and Matt 

 

Other Properties    No Added Lead or Mercury, Pakistan Standards Certified 

 

SURFACE PREPARATION Scuff the surface thoroughly with abrasive paper to remove 

imperfections. Apply 2 coats of Woodcare Wood Sealer. Let it 

dry. Scuff it with suitable sand paper, dust off and wipe with 

petrol and then apply 2-3 coats of Woodcare Wood Lacquer. 

 

THINNING RATIO     1-part Woodcare Lacquer mix with 1- 1.5 parts of Woodcare 

Special Thinner. 

 

SPRAY VISCOSITY  15-20 Sec. (Spray viscosity) 

 

EQUIPMENT  Spray gun fluid tip: 1.3-1.5mm 

    Spraying pressure at the gun 3.3-3.7bar (45-55PSI) 

 

FLASH POINT       Below 23ºC 

 

CLEANING  Clean all equipment immediately after use with Dulux Woodcare 

special thinner 

 

APPLICATION  2-3 full wet single coats with spray Gun 

 

FLASH OFF TIME   Approximately 2 minutes between coats 

 

DRYING TIME AT 20ºC   Touch dry    15-20 minutes 



 
Akzo Nobel  
Pakistan Limited 

81 

 

     Recoatable  30 minutes 

     Hard dry  3-4 hours 

 

COVERAGE   11-13m2/lit/coat 

 

NUMBER OF COATS    2-3 

 

SURFACE PREPARATION  Ensure that the wood is dry right through and properly seasoned. 

AND APPLICATION      Fill the imperfections, grooves, cuts etc. with the filler by 

matching its color with that of the wood. Thoroughly scuff with 

coarse abrasive paper to produce a uniform surface. Level out 

all the surface rock bottom with manual sanding or by using 

mechanical sander. Thin Woodcare wood sealer with Dulux 

Special Thinner; this should be 1:1-1.5 ratios. Mix thoroughly 

and apply two coats. Allow 10 min. between the coats. Allow to 

dry for 2- 3 hours.  
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 

 
Highly flammable. Harmful by inhalation & in contact with skin. Keep out of reach of children. 

Do not breath solvent Vapor/spray. Keep container in a well-ventilated place. Irritating to eyes, 

respiratory system & skin. Keep away from food, drink & animal feeding stuff. Contains 

Aromatic and Aliphatic solvents. Wear suitable protective clothing and gloves. Avoid 

contact with eyes & skin. In case of contact with eyes rinse immediately with plenty of water & 

seek medical advice. Keep away from sources of ignition. No smoking. Take precautionary 

measures against static discharges. Wear suitable protective equipment during sanding. Dry 

sanding of the dry paint film will give rise to paint and wooden dust, such type of surfaces 

should be sanded with wet sanding paper. If swallowed rinse mouth with water (only if the 

person is conscious) & show this container or label to a medical practitioner. In case of fire 

use foam, dry powder, AFFF, CO2 never use water. Is very toxic to aquatic organism and may 

cause long term adverse effects in the aquatic environment. Do not empty into drains. Dispose 

of any paint in accordance with the appropriate Environment Regulations. This container is 

only for paint use. 

Safety Data Sheet available for professional users on request. 
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Dulux Woodcare Wood Sealer 
 

 
 
Product Code  F016-2221  

 

Usage   An excellent sealer which penetrates the pores of wood and 

prevents sink age of topcoat to allow good hold out. 

 

Packing  0.91 Litre and 3.64 Litres  

 

Uses       Quality Wooden Furniture 

 

Composition     Plasticized   nitrocellulose 

 

Other Properties   No Added Lead or Mercury, Pakistan Standards Certified 

 

Pack     Single pack 

 

COVERING CAPACITY  11-13m2/lit/coat 

 

FILM THICKNESS   3-5 micrometers/coat 

 

NUMBER OF COATS   2-3 

 

DRYING TIME     Surface dry          5 minutes 

                               Recoat able         10minutes  

                               Hard dry             2-3 hours 

 

APPLICATION     Conventional spray 

 

THINNER               Dulux Woodcare Special Thinner 

 

THINNING  Spray      50-60% 

 

FLASH POINT       Below 23ºC 

 

COLOUR   Milky 

 

GLOSS                   Slight sheen   
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SURFACE                             Ensure that the wood is dry right through and properly 
PREPARATION                     seasoned. Thoroughly scuff with coarse abrasive paper to 
AND APPLICATION  produce a uniform surface. Level out all the surface rock bottom 

with manual sanding or by using mechanical sander. 
Thin down Woodcare Wood Sealer with Dulux Woodcare 
Special thinner in 1: 1-1.5 ratio. Mix thoroughly and apply 2-3 
coats of wood Sealer allowing 10 min. between coats. Allow to 
dry for 2-3 hours before scuffing and over coating with wood 
shade or top coat.  

 
CLEANING UP  Clean all equipment with Dulux Woodcare Special Thinner 

immediately after use 
 
 
SYSTEM INFORMATION       

New  
 
 
 
(Previously painted) 
 

 

 
 
 
  

Dulux Wood sealer (F016-
2221) – 2 coats 
 
 
Dulux Wood Sealer (F016-
2221) – 2 coats 

Finish (3-4 coats) 

Woodcare Lacquer -

Gloss/Matt (F019) 

 

Dulux PU Lacquer (F-

101-8899) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Highly flammable. Harmful by inhalation & in contact with skin. Keep out of reach of children. 

Do not breath solvent Vapor/spray. Keep container in a well-ventilated place. Irritating to eyes, 

respiratory system & skin. Keep away from food, drink & animal feeding stuff. Contains 

Aromatic & Aliphatic solvents. Wear suitable protective clothing & gloves. Avoid contact 

with eyes & skin. In case of contact with eyes rinse immediately with plenty of water & seek 

medical advice. Keep away from sources of ignition. No smoking. Take precautionary 

measures against static discharges. Wear suitable protective equipment during sanding. Dry 

sanding of the dry paint film will give rise to paint and wooden dust, such type of surfaces 

should be sanded with wet sanding paper. If swallowed rinse mouth with water (only if the 

person is conscious) & show this container or label to a medical practitioner. In case of fire 

use foam, dry powder, AFFF, CO2 never use water. Very toxic to aquatic organisms and may 

cause long term adverse effects in the aquatic environment. Do not empty into drains. Dispose 

off any paint in accordance with the appropriate Environment Regulations. This container is 

only for paint use. 

Safety Data Sheet available for professional users on request. 
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Dulux Synthetic Clear Varnish 
 

 

Product code   F101-0118 

 

Usage  Dulux Synthetic Clear Varnish is a solvent-based varnish 

suitable for use on all type of new or previously treated wood. 

Typical uses include paneling, cane or wood furniture, windows, 

door and partitions. Dulux Synthetic Clear Varnish has a high 

gloss finish and has excellent abrasion resistance and is fast 

drying.  

 

Pack Size 0.75 Litre and 3 Litres. 

 

Colour Range  Clear 

 
Other Properties  No Added Lead or Mercury, Pakistan Standards Certified 
 

COMPOSITION Pigment: N/A 

(NOMINAL) Binder:   Alkyd 

 Solvent:   Mineral turpentine. 

 

VOLUME SOLIDS   34% (nominal) 

 

FILM THICKNESS/ Wet: 70-80 micrometers 

LITRE/COAT Dry:  20-25 micrometers    

 

DRYING TIMES   Single coat at standard film thickness 

Touch Dry 3-4 hours 

Recoat                                   16 hours. 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 12-14m2 / litre /coat. 

 

APPLICATION Brush  Roller  Spray  

THINNING 

Brush Application  For sealing new or bare surfaces thin with up to 0.5 part of 

Mineral turpentine to 3 parts of paint (15%) 
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Spray For spray application, add 0.5-0.75 parts of Mineral turpentine 

to 3 parts of paint (15-25%) 

SPRAY RECOMMENDATIONS 

 

Conventional Spray  Satisfactory through most equipment 

 

CLEANING UP Clean all equipment with Mineral turpentine immediately after 

use 

 

SURFACE PREPARATION Surface generally must be clean, dry, free from all defective or 

poorly adhering material, dirt, and grease, wax etc. previously 

painted surfaces should be thoroughly rubbed down using a 

suitable abrasive paper and then dusted off.  

 

SYSTEM INFORMATION   

   

 

 

 

 

 

FLASH POINT 320 

 

 

  

Primer  

A thinned first coat of 

Dulux Synthetic Clear 

Varnish 

(F101-0118) 

Finish (2-3 coats) 

Dulux synthetic clear varnish 

(F101-0118) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION  
 

Flammable. In case of fire use foam, dry powder, AFFF, CO2 fire extinguisher. Never use 

water. No smoking. Keep out of reach of children. Keep away from sources of ignition. Keep 

container tightly closed and upright to prevent leakage when not in use. Work only in areas of 

good ventilation. Inside always keep doors and windows fully open during application and 

drying. Irritating to eyes and skin. Contains COBALT CARBOXYLATE, May produce an 

allergic reaction. When applying paint it is advisable to wear eye protection. In case of contact 

with eyes rinse immediately with plenty of water keeping eyelids apart and seek medical 

advice. Repeated exposure may cause skin dryness or cracking. Wear gloves while working. 

In case of contact with skin use soap and water or a recognized skin cleaner. Use suitable 

respiratory equipment while applying paint in narrow spaces. Dry sanding, flame cutting and 

or welding of the dry paint film will give rise to dust and or hazardous fumes. Wet sanding 

should be used wherever possible. If exposure cannot be avoided by the provision of local 

exhaust ventilation, suitable respiratory protective equipment should be used.In case of 

insufficient ventilation during spraying wear suitable respiratory equipment, a suitable 

cartridge mask should be worn provided the filter is changed regularly. All respiratory 

equipment must meet an appropriate approved standard. Do not breathe Vapor or sanding 

dust. If inhalation causes physical discomfort move to fresh air. If discomfort persists or any 

breathing difficulty occurs, move to fresh air and seek medical advice by showing container 

label. Harmful if swallowed seek medical advice immediately. Care must be taken when 

transporting paint. Keep container tightly closed and upright to prevent leakage when not in 

use. Store in a cool and dry place. In the event of an accident, collect spillage using sand or 

earth. Do not empty into drains or watercourses. Very toxic to aquatic organisms. May cause 

long term adverse effects in the aquatic environment. Dispose of any paint waste in 

accordance with the appropriate environment quality regulations. Safety Data Sheet available 

for professional users on request. This container is only for paint use 

CONTAINS NO ADDED LEAD OR MERCURY 
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Dulux PU Lacquer 

             

 

Product Code      F101-8899 
 

Usage  Dulux PU (Polyurethane) Lacquer is an easy to use, one pack 

solvent-based gloss lacquer with high quality and excellent 

durability. Dulux PU (Polyurethane) Lacquer is for use on all 

types of interior and exterior wooden furnishing including high 

quality wooden paneling, cane, door partitions and furniture. It 

provides protection from UV light 

 

Packing  0.91 Litre and 3.64 Litres 

 

FINISHES    Gloss 

 

OTHER PROPERTIES  No Added Lead or Mercury, Pakistan Standards Certified  

 

SURFACE PREPARATION Scuff the surface thoroughly in the direction of grains with 

abrasive paper to remove imperfections. Apply 2 coats of 

Woodcare Wood Sealer. Let it dry. Scuff it with suitable 

sandpaper, dust off and wipe with petrol and then apply 2-3 

coats of Woodcare PU Lacquer. 

 

THINNING RATIO     Brush       Spray      Drying Time 

Thinning:                          10-15%     20-25%        16 hrs   

 

 

 EQUIPMENT  Brush, Spray Gun 

    Spraying pressure at the gun 3.3-3.7bar (45-55PSI) 

 

CLEANING THINNER    Clean all equipment immediately after use with Mineral 

Turpentine Thinner 

 

APPLICATION  3-4 full wet single coats should be applied, brush (10- 15%), 

Spray (20-25%), 

                          .    

FLASH OFF TIME   Approx.10 minutes between coats 
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DRYING TIME AT 20ºC  Touch dry   4-5 hours 

     Hard Dry   16 hours 

COVERAGE  11-13m2/lit/coat 

 

SYSTEM INFORMATION       

 
New  
 
 
 
(Previously painted) 
 

 

 

  

 
Dulux Wood sealer (F016-
2221) – 2 coats 
 
 
Dulux Wood Sealer (F016-
2221) – 2 coats 

 

Finish (3-4 coats) 

 

 

Dulux PU Lacquer (F-

101-8899) 
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SAFETY, HEALTH AND ENVIRONMENTAL INFORMTION   

 

Flammable. In case of fire use foam, dry powder, AFFF, CO2 fire extinguisher. Never use 

water. No smoking. Keep out of reach of children. Keep away from sources of ignition. Keep 

container tightly closed and upright to prevent leakage when not in use CONTAINS 

ISOCYANATE .Ensure good ventilation during drying. Always keep doors and windows fully 

opened during application and drying. Work only in areas of good ventilation. Irritating to eyes 

and skin. Do not use on large surface areas inside or small confined spaces. Professional 

operators may apply to large surface areas inside or in small confined spaces, provided air 

supplied breathing apparatus is used. Avoid inhalation of Vapors and spray mist. Where 

practicable, this should be achieved by the use of local exhaust ventilation and good general 

ventilation. In case of insufficient ventilation during spraying wear suitable respiratory 

equipment, a suitable cartridge mask should be worn provided the filter is changed regularly. 

When applying paint it is advisable to wear eye protection. In case of contact with eyes rinse 

immediately with plenty of water keeping eyelids apart and seek medical advice. Contains 

COBALT CARBOXYLATE, May produce an allergic reaction. Repeated exposure may cause 

skin dryness or cracking. Wear gloves while working. In case of contact with skin, use soap 

and water or a recognized skin cleaner. Dry sanding, flame cutting and or welding of the dry 

paint film will give rise to dust and or hazardous fumes. Wet sanding should be used wherever 

possible. If exposure cannot be avoided by the provision of local exhaust ventilation, suitable 

respiratory protective equipment should be used. All respiratory equipment must meet an 

appropriate approved standard. Do not breathe Vapor. If inhalation causes physical discomfort 

move to fresh air. If discomfort persists or any breathing difficulty occurs, move to fresh air & 

seek medical advice by showing container label. Harmful if swallowed seek medical advice 

immediately. Care must be taken when transporting paint. Keep container tightly closed and 

upright to prevent leakage when not in use. Store in a cool and dry place. In the event of an 

accident, collect spillage using sand or earth. Do not empty into drains or watercourses. Very 

toxic to aquatic organisms. May cause long term adverse effects in the aquatic environment. 

Dispose of any paint waste in accordance with the appropriate environment quality 

regulations. Safety Data Sheet available for professional users on request. This container is 

only for paint use. 

Contains no added lead or mercury.   
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Dulux Exterior Acrylic Putty 

 

 
 

Product Code  F92X-7771 

 

Usage Dulux Exterior Acrylic Putty (water based) is a 100% acrylic 

based ready-to-use filler that has excellent whiteness, coverage, 

and application properties. Its high-quality filling properties has 

made it ideal for use on all types of exterior masonry surfaces. It 

provides a smooth base for the application of Dulux 

Weathershield, Dulux Weathershield Powerflexx and Dulux 

Promise Exterior. It is only for exterior use. 

 

Pack Size   20 Kg 

 

Colour Range  White only 

 

FILM PROPERTIES 

 

Water resistance Will tolerate the levels of atmospheric humidity present in 

normal exterior environment 

 

Other Properties Smooth Finish, Quick Drying, Easy Application, Low Odour and 

Low VOC. Singapore Green Label Certified 

 

COMPOSITION  Pigment: Non-Lead Pigments.  

(NOMINAL)   Binder:  Acrylic Copolymer Emulsion. 

Solvent: Water 

 

VOLUME SOLIDS  56% (nominal) 

  

FILM THICKNESS/  Wet:  150-200 micrometers 

LITRE/COAT   Dry:   80-100 

 

Single coat at standard film thickness 

Touch Dry   Dependent on temperature and humidity 

Recoat   2-3 hours  
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PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 3-4 m2/Kg/coat 

 

APPLICATION  Putty applicator 

 

THINNING   No thinning required 

  

CLEANING UP Clean all equipment with clean water immediately after use 

 

 

 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off.  

 

                                            

FILLING NEW SURFACES  After priming new surfaces with Dulux Exterior Crack Bridging 
Primer, fill the surface with Dulux Exterior Acrylic Putty water 
based. Allow the filler to dry for 2-3 hours and apply second 
coat of Putty Third coat is not recommended. Apply one coat of 
Dulux Exterior Crack Bridging Primer again over Dulux Exterior 
Acrylic putty and dry overnight. 
 

 

SYSTEM INFORMATION 

 

New Surfaces   

 

 

 

 

 

Powdery Surfaces 

 

Normal, Sound Surfaces  

(previously painted)   

 

 
 

 
 

 

 

 

 

 

 

1 coat Dulux Exterior Crack Bridging 
Primer (F921-0001) 
1-2 coats of Dulux Exterior Acrylic 
Putty (F92X-7771)  
1 coat of Dulux Exterior Crack 
Bridging Primer (F921-0001)   

 
Dulux Exterior Crack Bridging Primer 
(F921-0001),  

 

 No primer required; however, primer 

application will improve the topcoat 

performance 

 

Finish (3-4 coats) 

 

Dulux Weathershield, 

or  

Dulux Weathershield 

Powerflexx  

or  

Dulux Promise Exterior 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paints as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction.  Toxic to aquatic life with long lasting effects. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Dulux Interior Acrylic Putty 

 

 
 
Product Code  F94X-6661 
 
Usage Dulux Interior Acrylic Putty (water based) is an economical, 

ready-to-use filler that has excellent whiteness, coverage, and 
application properties. Its high-quality filling properties has made 
it ideal for use on all types of interior masonry surfaces. It 
provides a smooth base for topcoat application of all Decorative 
products. Dulux Interior Acrylic Putty is not recommended for 
exterior use. 

 
Pack Size   20 Kg 
 
Colour Range  White only 
 
FILM PROPERTIES 
 
Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior environment 
 
Other Properties Low Odour and Low VOC, No Added Lead or Mercury, 

Singapore Green Label Certified 
 
COMPOSITION  Pigment: Non-Lead Pigments. 
(NOMINAL)   Binder:  Acrylic Copolymer Emulsion. 

Solvent: Water 
 
VOLUME SOLIDS  48% (nominal) 
 
FILM THICKNESS/  Wet:  150-200 micrometers. 
LITRE/COAT   Dry:   80-100 micrometers. 
 

Single coat at standard film thickness. 
Touch Dry   Dependent on temperature and humidity 
Recoat   2-3 hours.  
  
PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 4-6 m2/Kg/coat. 
 
CLEANING UP  Clean all equipment with clean water immediately after use. 
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SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 
poorly adhering material, dirt, grease, wax etc. Treat any area 
affected by mould, lichens, algae or moss with bleach. 
Previously painted surfaces should be thoroughly rubbed down 
using a suitable abrasive paper and then dust off.  

 
FILLING NEW SURFACES  After priming new surfaces with Dulux Prime On / Interior 

Acrylic Primer, fill the surface with Dulux Interior Acrylic Putty - 
water based. Allow the filler to dry for 2-3 hours and apply 
second coat of Putty. Third coat is recommended for extra 
smoothness. For best results apply one coat of prime-on / 
Interior Acrylic Primer again over Interior Acrylic putty and dry 
overnight. 

 
SYSTEM INFORMATION 
 
 
New Surfaces 
 
 
 
 
Powdery Surfaces 
 
 
Normal, Sound Surfaces  
(previously painted)   
 
 
 
  
 
 
 
 
  

Dulux Prime-On (500-368) / Interior Acrylic 
Primer (F919-002) – 1 Coat Primer 
Dulux Interior Acrylic Putty (2-3 Coats) 
Dulux Prime-On (500-368) / Interior Acrylic 
Primer (F919-002) – 1 Coat Primer 
 
Dulux Prime-On (500-368) / Interior Acrylic 
Primer (F919-002) 

(Int. Acrylic Putty 2 coats if required) 

 
 No Primer required 

 

Finish  

 

 

 

Interior Emulsions 

(3-4 coats) 

Or 

Matt Enamel (2-3 

coats) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paints as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction.  Toxic to aquatic life with long lasting effects. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Dulux Promise Putty 
 

 
 

Product Code  F962-9596 

 

Usage Dulux Promise Putty (water based) is ready-to-use filler that has 

excellent whiteness, coverage and application properties. Its 

high-quality filling properties has made it ideal for use on all types 

of interior masonry surfaces. It provides a smooth base for 

topcoat application of all Decorative products. Dulux Promise 

Putty is not recommended for exterior use. 

 

Pack Size   5 Kg and 20 Kg 

 

Colour Range  White only 

 

FILM PROPERTIES 

 

Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior environment 

 

Other Properties No Added Lead or Mercury, Singapore Green Label Certified 

 

COMPOSITION  Pigment: Non-Lead Pigments 

(NOMINAL)   Binder:  Acrylic Copolymer Emulsion 

Solvent: Water 

 

VOLUME SOLIDS  48 % (nominal) 

 

FILM THICKNESS/  Wet:  200-225 micrometers 

LITRE/COAT   Dry:   100-120 micrometers 

 

 

Touch Dry   Single coat at standard film thickness 

    Dependent on temperature and humidity 

Recoat   2-3 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 4-6 m2/Kg/coat 
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APPLICATION  Putty applicator 

Ready to use 

 

THINNING   No thinning required 

 

CLEANING UP Clean all equipment with clean water immediately after use. 

 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off.  

 

FILLING NEW SURFACES After priming new surfaces with Dulux Promise Primer, fill the 

surface with Dulux Promise Putty water based. Allow the filler 

to dry for 2-3 hours and apply second coat of Putty. Third coat 

is recommended for extra smoothness. For best results apply 

one coat of primer again over Promise putty and dry overnight. 

 

SYSTEM INFORMATION 

New Surface  

 

 

 

Powdery Surfaces 

 

 

Normal, Sound Surfaces  

(previously painted) 

 

 
 

 

 
 
 
 
 
 
 
 
  

Dulux Promise Primer(F912-9595) (1 coat) 
Dulux Promise Putty  (F962-9596) (2-3 Coats)  
Dulux Promise Primer(F912-9595) (1 coat) 
 
 
Dulux Promise Primer     (F912-9595) 
(Apply 1 coat of putty if required) 
 
 
 No Primer required 

 

Finish (3 -4 coats) 
 
 
 
 
Dulux Promise 
Interior Emulsion 
(F903) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

 
Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paint as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
 
 



 
Akzo Nobel  
Pakistan Limited 

102 

 

 

Paintex Sheesha Finish Putty 

 

 
 
 
Product Code  F963-7994 
 
Usage Paintex Sheesha Finish Putty is a superior quality (water based) 

ready-to-use filler for all types of interior masonry surfaces such 
as plaster. It is brilliant white in colour, easy to apply, quick-
drying with excellent filling properties to give a smooth finish for 
application of top coat.  Paintex Sheesha Finish is not 
recommended for exterior use. 

 
Pack Size   20 Kg 
 
Colour Range  White only 
 
FILM PROPERTIES 
 
Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior environment 
 
Other Properties Quick Drying 
 
COMPOSITION  Pigment: Non-Lead Pigments 
(NOMINAL)   Binder:   Copolymer  

Solvent: Water 
 
VOLUME SOLIDS  50% (nominal) 
  
FILM THICKNESS   Wet:  200-250 micrometers 

Dry:  90-110 micrometers 
 
DRYING TIME  Single coat at standard film thickness. 
Touch Dry   Dependent on temperature and humidity. 
Recoat   2-3 hours.  
 
PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 4-5 m2/Kg/coat. 
 
APPLICATION  Putty applicator 

Ready to use 
 
THINNING   No thinning required 
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CLEANING UP  Clean all equipment with clean water immediately after use 
 
SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 
affected by mould, lichens, algae or moss with bleach. 
Previously painted surfaces should be thoroughly rubbed down 
using a suitable abrasive paper and then dust off.  

 
FILLING NEW SURFACES  After priming new surfaces with Paintex Ultra Prime or Dulux 

Interior Acrylic Primer, fill the surface with Paintex Sheesha 
Finish putty (water based). Allow the filler to dry for 2-3 hours 
and apply second coat of Sheesha Finish Putty. Third coat is 
recommended for extra smoothness. For best results apply one 
coat of Paintex Ultra Prime or Dulux Interior Acrylic Primer on 
putty. 

 

SYSTEM INFORMATION 

 

New Surfaces  

 

 

 

 

 

Powdery Surfaces 

 

 

 

Normal, Sound Surfaces  

(previously Painted) 

 

 

 

 
 
 
 
  

Paintex Ultraprime (F502-8888) or 
Interior Acrylic Primer (F919-0002) – 1 
Coat Primer, 

Paintex Wall Putty (2-3 Coats) 
1 Coat Primer 
 
Paintex Ultraprime (F502-8888) or 
Interior Acrylic Primer (F919-0002) – 1 
Coat Primer 
(1-2 coat of Paintex Putty if required) 
 
 
No primer required 

 

 

   

No Primer required 

 

 

Finish  

 

 

 

Interior Emulsions (3-4 

coats) 

Or 

Matt Enamel (2-3 coats) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paint as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Paintex Wall Putty 

  

 
 
 
Product Code  F966-5551 
 
Usage Paintex Wall Putty (water based) is an economical ready-to-use 

filler that has excellent whiteness, coverage and application 
properties. Its high-quality filling properties has made it ideal for 
use on all types of interior masonry surfaces. It provides a 
smooth base for the application of topcoats. Paintex Wall Putty 
is not recommended for exterior use. 

 
Pack Size   5 Kg and 20 Kg 
 
Colour Range  White only 
 
FILM PROPERTIES 
 
Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior environment 
 
Other Properties Quick Drying 
 
COMPOSITION  Pigment: Non-Lead Pigments.  
(NOMINAL)   Binder:   Copolymer.  

Solvent: Water 
 
VOLUME SOLIDS  48% (nominal) 
  
FILM THICKNESS/  Wet:  200-250 micrometers 
LITRE/COAT   Dry:  90-110 micrometers 
 
    Single coat at standard film thickness. 
Touch Dry   Dependent on temperature and humidity. 
Recoat   2-3 hours.  
 
PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 4-5 m2/Kg/coat. 
 
APPLICATION  Putty applicator 
    Ready to use 
  
THINNING   No thinning required 
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CLEANING UP  Clean all equipment with clean water immediately after use. 
  
SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or poorly 

adhering material, dirt, grease, wax etc. Treat any area affected 
by mould, lichens, algae or moss with bleach. Previously painted 
surfaces should be thoroughly rubbed down using a suitable 
abrasive paper and then dust off.  

 
FILLING NEW SURFACES  After priming new surfaces with Dulux Prime On or Paintex ultra 

prime or Dulux Interior Acrylic Primer, fill the surface with Paintex 
Wall Putty water based. Allow the filler to dry for 2-3 hours and 
apply second coat of Putty. Third coat is recommended for extra 
smoothness. For best results apply one coat of Paintex Ultra 
Prime or Dulux Interior Acrylic Primer on putty. 

 
SYSTEM INFORMATION 
 
New Surfaces  
 
 
 
 
 
Powdery Surfaces 
 
 
 
Normal, Sound Surfaces  
(previously painted) 
  

 

 
 
 
 
 
  

Paintex Ultraprime (F502-8888) or Interior 
Acrylic Primer (F919-0002) – 1 Coat Primer, 

Paintex Wall Putty (2-3 Coats) 
1 Coat Primer (as above) 
 
Paintex Ultraprime (F502-8888) or 
Interior Acrylic Primer (F919-0002) – 1 Coat 
Primer 
(1-2 coat of Paintex Putty if required) 
 
 
No primer required 

 

 

   

No Primer required 

 

Finish  

 

 

 

Interior 

Emulsions (3-4 

coats) 

Or 

Matt Enamel (2-3 

coats) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paint as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 

  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Paintex Project Wall Putty 
  

 
 
Product Code  F966-5551 
 
Usage Paintex Wall Putty (water based) is an economical ready-to-use 

filler that has excellent whiteness, coverage and application 
properties. Its high-quality filling properties has made it ideal for 
use on all types of interior masonry surfaces. It provides a 
smooth base for the application of topcoats. Paintex Project Wall 
Putty is not recommended for exterior use. 

 
Pack Size   5 Kg and 20 Kg 
 
Colour Range  White only 
 
FILM PROPERTIES 
 
Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior environment 
 
Other Properties Quick Drying 
 
COMPOSITION (NOMINAL) Pigment: Non-Lead Pigments.  

Binder:   Copolymer.  
Solvent: Water 

 
VOLUME SOLIDS  48% (nominal) 
  
FILM THICKNESS/  Wet:  200-250 micrometers 
LITRE/COAT   Dry:  90-110 micrometers 
 
    Single coat at standard film thickness. 
Touch Dry   Dependent on temperature and humidity. 
Recoat   2-3 hours.  
 
PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 4-5 m2/Kg/coat. 
 
APPLICATION  Putty applicator 
    Ready to use 
  
THINNING   No thinning required 
 
CLEANING UP  Clean all equipment with clean water immediately after use. 
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SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or poorly 
adhering material, dirt, grease, wax etc. Treat any area affected 
by mould, lichens, algae or moss with bleach. Previously painted 
surfaces should be thoroughly rubbed down using a suitable 
abrasive paper and then dust off.  

 
FILLING NEW SURFACES  After priming new surfaces with Dulux Prime On or Paintex ultra 

prime or Dulux Interior Acrylic Primer, fill the surface with Paintex 
Wall Putty water based. Allow the filler to dry for 2-3 hours and 
apply second coat of Putty. Paintex Water Based Putty can also 
be applied directly on new unpainted surfaces. Third coat is 
recommended for extra smoothness. For best results apply one 
coat of Paintex Ultra Prime or Dulux Interior Acrylic Primer on 
putty. 

 
SYSTEM INFORMATION 
 
New Surfaces  
 
 
 
 
 
Powdery Surfaces 
 
 
 
Normal, Sound Surfaces  
(previously painted) 
  

 

 
 
 
 
 
  

Paintex Ultraprime (F502-8888) or Interior 
Acrylic Primer (F919-0002) – 1 Coat Primer, 

Paintex Wall Putty (2-3 Coats) 
1 Coat Primer (as above) 
 
Paintex Ultraprime (F502-8888) or 
Interior Acrylic Primer (F919-0002) – 1 Coat 
Primer 
(1-2 coat of Paintex Putty if required) 
 
 
No primer required 

 

 

   

No Primer required 

 

Finish  

 

 

 

Interior 

Emulsions (3-4 

coats) 

Or 

Matt Enamel (2-3 

coats) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paint as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 

  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Dulux Exterior Crack Bridging Primer 

  

 

Product code   F921-0001 

 

Usage  Dulux Exterior Crack Bridging primer is a 100% acrylic based 

primer suitable for all types of exterior masonry surfaces. It has 

excellent adhesion to most of exterior substrates e.g. masonry 

surface, brickwork, wallboard etc. It also provides alkali 

resistance resulting in extra durability for topcoat. 

 

Pack Size 4 Litres and 16 Litres 

 

Colour   White 

FILM PROPERTIES 

 

Water resistance It will tolerate the levels of atmospheric humidity present in 

normal exterior environments 

 

Other Properties Smooth Finish, Alkali Guard Technology, Peel Guard, Low 

Odour and Low VOC, Excellent Adhesion, Singapore Green 

Label Certified 

  

COMPOSITION Pigment: Lightfast Non-Lead Pigments 

(NOMINAL) Binder:   Acrylic copolymer  

 Solvent:  Water 

 

VOLUME SOLIDS White 31% (nominal), other colours will vary. 

 

FILM THICKNESS/               Wet:  60-70 micrometers 

LITRE/COAT                         Dry:  20-25 micrometers  

  

DRYING TIMES  Single coat at standard film thickness 

Touch Dry Dependent on temperature and humidity  

Recoat 2-3 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 16-18m2 /litre /coat. 
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APPLICATION Brush   Roller  

 

 

THINNING 

Brush  For sealing new or bare surfaces, thin with up to 2-3 parts of 

clean water to 4 parts of paint (50%-75%).  

Roller For application with roller, thinning should not exceed 0.8-1 

parts of clean water to 4 parts of paint (20-25%) 

 

CLEANING UP Clean all equipment with clean water immediately after use 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off.  

 

FILLING NEW SURFACES After priming new surfaces with Dulux Exterior Crack Bridging 

Primer, fill the surface with Dulux Exterior Acrylic Putty. Please 

refer to PDS of Dulux Exterior Acrylic Putty for correct 

application procedure and drying time properties. For best 

results apply one coat of Primer again over wall putty. 

 

POWDERY, DUSTY   Repair minor defects in the wall using sand whereas for larger 

SURFACES, DEFECTS,  holes and cracks use cement mix. Allow the surface drying time.  

CRACKS AND OTHER  Prime surface with Dulux Exterior Crack Bridging primer on Scuff  

SURACES   surface using abrasive paper and dust off and then fill any  

surface imperfections with the Dulux Exterior Acrylic Putty. 

  

SYSTEM INFORMATION     

 

New surfaces 
 
 
 
 
 
 
 
 
 
 
Powdery Surface 

 
Normal, sound surfaces 
(Previously painted) 
 
 

Option 1 

1 coat Dulux Exterior Crack 

Bridging Primer (F921-0001) 

Option 2 (where more smoothness 

is desired) 

1 coat Dulux Exterior Crack 

Bridging Primer (F921-0001) 

1-2 coats of Dulux Exterior Acrylic 

Putty (F92X-7771)  

1 coat of Dulux Exterior Crack 

Bridging Primer (F921-0001)   

 
Dulux Exterior Crack Bridging 
Primer (F921-0001) 

 

No primer required; however, 

primer application will improve the 

topcoat performance 

 

 

Finish (3-4 coats) 

 

Dulux Weathershield 

(F923) 

Or 

 

Dulux Weathershield 

Powerflexx 

(F925)  

Or 

 

Dulux Promise Exterior 

(F904) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

 
Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paint as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Dulux Interior Acrylic Primer 

 

 

Product code    F919-0002 

 

Usage  Dulux Interior Acrylic Primer is a 100% acrylic based primer 

suitable for all types of interior masonry surfaces. It has 

excellent adhesion to most of interior substrates e.g. masonry 

surface, brickwork, wallboard etc. It also provides alkali 

resistance resulting in extra durability for topcoat. 

 

Pack Size 1 Litre, 4 Litres and 16 Litres 

 

Colour   White 

FILM PROPERTIES 

 

Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior environments 

 

Other Properties Low Odour and Low VOC, No Added Lead or Mercury, 

Singapore Green Label Certified 

  

COMPOSITION Pigment: Lightfast Non-Lead Pigments 

(NOMINAL) Binder:   Acrylic copolymer  

 Solvent:  Water 

 

VOLUME SOLIDS White 43% (nominal), other colours will vary. 

 

FILM THICKNESS/                Wet:  60-70 micrometers 

LITRE/COAT Dry:  25-30 micrometers 

  

DRYING TIMES  Single coat at standard film thickness 

Touch Dry Dependent on temperature and humidity  

Recoat 2-3 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 16-18m2 /litre /coat. 
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APPLICATION Brush   Roller  

 

THINNING 

Brush  For sealing new or bare surfaces, thin with up to 2-3 parts of 

clean water to 4 parts of paint (50%-75%).  

Roller For application with roller, thinning should not exceed 0.8-1 

parts of clean water to 4 parts of paint (20-25%) 

 

CLEANING UP Clean all equipment with clean water immediately after use 

 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off.  

 

FILLING NEW SURFACES After priming new surfaces with Dulux Interior Acrylic Primer, fill 

the surface with Dulux Interior Acrylic Putty. Please refer to PDS 

of Dulux Interior Acrylic Putty for correct application procedure 

and drying time properties. For best results apply one coat of 

primer again over wall putty. 

 

POWDRY, DUSTY  Repair minor defects in the wall using sand whereas for larger  

SURFACES DEFECTS,  holes and cracks use cement mix. Allow the surface drying time 

CRACKS, AND  . Prime surface with Dulux Interior Acrylic Primer on  

OTHER SURFACES scuffed surfaces using abrasive paper and dust off and then fill  

 any surface imperfections with the Dulux Interior Acrylic Putty. 

 

 

SYSTEM INFORMATION     

 
New Surface 
 
 
 
 
 
Powdery surfaces 
 
 
 
Normal, sound surfaces 
(previously painted) 
 
 
 
 

-Dulux Int. Acrylic Primer (F919-0002) 1 
Coat 
Dulux Interior Acrylic Putty (F94X-6661) 
2-3 Coats, Dulux Int. Acrylic Primer 
(F919-0002) 1 Coat  
 
 
-Dulux Int. Acrylic Primer (F919-0002) 1 
Coat 

(Int. Acrylic Putty 2 coats if required) 
 
1 coat of Dulux Int. Acrylic Primer 
(F919-0002) -Optional, however primer 
application will improve topcoat 
performance.  
 

Finish (3-4 coats) 

 

Dulux Interior 

Emulsions 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paint as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin, wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Dulux Prime-On 

 

Product code   F500-0368 

 

Usage  Dulux Prime-On is a high quality solvent based sealer for 

masonry surfaces. It is ideal for use on all interior surfaces. It 

reduces damage from alkali and salts and seals powdery, 

porous surfaces. 

 

Pack Size 0.91 Litre, 3.64 Litres and 14.56 Litres 

 

Colour Range  White only 

FILM PROPERTIES 

 

Water resistance Not suitable where the surface is saturated 

 

Other Properties Excellent Sealing Properties, Improving Adhesion, Alkali 

Resistant, No Added Lead or Mercury. Pakistan Standards 

Certified. 

 

COMPOSITION Pigment: Lightfast Non Lead Pigments 

(NOMINAL) Binder:   Alkyd 

 Solvent:  Mineral turpentine 

 

VOLUME SOLIDS 50% (nominal)  

 

FILM THICKNESS/                Wet:  40-50 micrometres 

LITRE/COAT                          Dry:  20-25 micrometres   

   

DRYING TIMES  Single coat at standard film thickness 

Touch Dry 2-4 hours. Dependent on temperature and humidity 

Recoat 16 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 14-16m2 /litre /coat. 
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APPLICATION Brush        Roller  Spray  

 

THINNING 

Brush or Roller If required for sealing new of bare surfaces, thin up to 0.5-0.70 

part of mineral turpentine to 4 parts of paint (10-20%) 

 

Spray Add up to 1 parts of Mineral turpentine to 4 parts of paint (25%) 

 

SPRAY RECOMMENDATIONS 

 
Conventional Spray  Satisfactory through most equipment 

 

CLEANING UP Clean all equipment with Mineral turpentine immediately after 

use 

SURFACE PREPARATION Surface generally must be clean, dry, free from all defective or 

poorly adhering material, dirt, and grease, wax etc. Previously 

painted surfaces should be thoroughly rubbed down using a 

suitable abrasive paper and then dusted off  

 

FILLING NEW SURFACES After priming new surface with Dulux Prime-On, fill any surface 

imperfections with Dulux Wall Putty. Allow the filler to dry before 

painting. 

 

POWDRY SURFACE Cracks and other defects. Make good minor defects. For large 

holes and cracks, use sand and cement mixture. Allow to dry. 

Prime the surface with Dulux Prime-On, dry overnight and then 

fill any surface imperfections with Dulux Wall Putty as described 

above. Allow to dry for 3-4 hours. Scuff surface using abrasive 

paper and dust off. 

 

SYSTEM INFORMATION     

 

Masonry 

 

 

 

Powdery surfaces 

 

 

Normal, sound surfaces 

(Previously painted) 

 

 

FLASH POINT 320 

Dulux Prime-On (F500-368) 

(2-3 coats of Dulux Wall Putty if 

required) 

 

Primer (1 coat) 

Dulux Prime-On (F500-368) 

(2-3 coats of Dulux wall putty if 

required) 

 

No primer required 

Finish (3-4 coats) 

 

Dulux synthetic Enamel 

Or 

Dulux Matt Finish (Interior) 

Or  

Interior Emulsion 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 

 
Flammable. In case of fire use foam, dry powder, AFFF, CO2 fire extinguisher. Never use 

water. No smoking. Keep out of reach of children. Keep away from sources of ignition. Keep 

container tightly closed and upright to prevent leakage when not in use. Work only in areas of 

good ventilation. Inside always keep doors and windows fully open during application and 

drying. Irritating to eyes and skin. Contains COBALT CARBOXYLATE & METHYL ETHYL 

KETOXIME. May produce an allergic reaction. When applying paint it is advisable to wear eye 

protection. In case of contact with eyes rinse immediately with plenty of water keeping eyelids 

apart and seek medical advice. Repeated exposure may cause skin dryness or cracking. Wear 

gloves while working. In case of contact with skin, use soap and water or a recognized skin 

cleaner. Use suitable respiratory equipment while applying paint in narrow spaces. Dry 

sanding, flame cutting and or welding of the dry paint film will give rise to dust and or hazardous 

fumes. Wet sanding should be used wherever possible. If exposure cannot be avoided by the 

provision of local exhaust ventilation, suitable respiratory protective equipment should be 

used. In case of insufficient ventilation during spraying wear suitable respiratory equipment, a 

suitable cartridge mask should be worn provided the filter is changed regularly. All respiratory 

equipment must meet an appropriate approved standard. Do not breathe Vapor or sanding 

dust. If inhalation causes physical discomfort, move to fresh air. If discomfort persists or any 

breathing difficulty occurs, move to fresh air and seek medical advice by showing container 

label. Harmful if swallowed seek medical advice immediately. Care must be taken when 

transporting paint. Keep container tightly closed and upright to prevent leakage when not in 

use. Store in a cool and dry place. In the event of an accident, collect spillage using sand or 

earth. Do not empty into drains or watercourses. Very toxic to aquatic organisms. May cause 

long term adverse effects in the aquatic environment. Dispose of any paint waste in 

accordance with the appropriate environment quality regulations. Safety Data Sheet available 

for professional users on request. This container is only for paint use. 

CONTAINS NO ADDED LEAD OR MERCURY 
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Dulux Promise Primer 
 

 

Product code    F912  

 

Usage  Dulux Promise Primer is a high quality, water-based primer for 

internal surfaces. Its unique anti-peel formulation ensures 

superior adhesion for the paint film, thereby resisting peeling or 

flaking of the topcoat.  

 

Pack Size 1 Litre, 4 Litres and 16 Litres 

 

COLOUR   White 

FILM PROPERTIES 

 

Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior environments 

 

Other Properties Low Odour and Low VOC, No Added Lead or Mercury, 

Singapore Green Label Certified 

  

COMPOSITION (NOMINAL) Pigment: Lightfast Non-Lead Pigments 

 Binder:   Acrylic copolymer  

 Solvent:  Water 

 

VOLUME SOLIDS White 43% (nominal) 

 

FILM THICKNESS/                Wet:  60-70 micrometers 

LITRE/COAT                         Dry:  25-30 micrometers  

  

DRYING TIMES  Single coat at standard film thickness 

Touch Dry Dependent on temperature and humidity  

Recoat 2-3 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 16-18m2 /litre /coat. 
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APPLICATION Brush   Roller  

 

THINNING 

Brush  For sealing new or bare surfaces, thin with up to 2-3 parts of 

clean water to 4 parts of paint (50%-75%).  

Roller For application with roller, thinning should not exceed 0.8-1 

parts of clean water to 4 parts of paint (20-25%) 

 

CLEANING UP Clean all equipment with clean water immediately after use. 

 

SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mold, lichens, algae or moss with bleach. Previously 

painted surfaces should be thoroughly rubbed down using a 

suitable abrasive paper and then dust off.  

 

FILLING NEW SURFACES After priming new surfaces with Dulux Promise Primer, fill the 

surface with Dulux Promise Wall Putty. Please refer to PDS of 

Dulux Promise Wall Putty for correct application procedure and 

drying time properties. For best results, apply one coat of Primer 

again over wall putty. 

 

POWDRY, DUSTY 
SURFACES DEFECTS, 
CRACKS AND OTHER 
SURFACES  
 

Repair minor defects in the wall using sand whereas for larger 

holes and cracks, use cement mix. Allow the surface drying time. 

Prime surface with Dulux Promise Primer. Scuff surface using 

abrasive paper and dust off and then fill any surface imperfections 

with the Dulux Promise Putty. 

  

SYSTEM INFORMATION     

 

 
New surfaces 
 
 
 
 
 
Powdery Surface 
 
 
 
Normal, sound surfaces 
(Previously painted) 

 
 
 
  

 
Dulux Promise Primer(F912-9595) 
(1 coat) 
Dulux Promise Putty (F962-9596) 
(2-3 Coats)  
Dulux Promise Primer(F912-9595) 
(1 coat) 
 
Dulux Promise Primer     (F912-
9595) 
(Apply 1 coat of putty if required) 
 
 
 No Primer required 

 

 

 

Finish (3-4 coats) 

 

 

Dulux Promise Interior Emulsion 

(F903) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paint as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
 
 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Dulux Synthetic Undercoat 

 

 

Product code   F542-8640 

 

Usage  Dulux Synthetic Undercoat is a high quality solvent-based 

primer for all kinds of interior and exterior wood and metal 

surfaces. It protects the metal surface from rust and gives 

uniform appearance to topcoat; act as a sealant for wood 

surfaces to provide uniform appearance and adhesion with 

topcoat.  

 

Pack Size                            0.91 Litre and 3.64 Litres. 

 

Colour Range   White only 

FILM PROPERTIES 

 

Heat Resistance  Can be used on heated surface up to 900 C 

 

Other Properties Seals Wood, Improves Adhesion with Topcoat, No Added Lead 

or Mercury, Pakistan Standards Certified   

 

COMPOSITION Pigment: Titanium  

(NOMINAL) Binder:    Alkyd. 

 Solvent:  Mineral turpentine 

 

VOLUME SOLIDS 42% (nominal) 

  

FILM THICKNESS/             Wet:  70-80 micrometres  

LITRE/COAT                       Dry:  40-45 micrometres  

  

DRYING TIMES   Single coat at standard thickness 

Touch Dry 3-4 hours 

 Recoat 16 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 11-13m2 /litre /coat. 
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APPLICATION                      Brush   Roller  Spray  

 

THINNING 

Brush  Add up to 0.5-1 part of Mineral turpentine to 4 parts of paint (20-

25%) 

 

Roller Add up to 0.5 part of Mineral turpentine to 4 parts of paint (10-

12%) 

 

Spray Add up to 1 part of Mineral turpentine to 4 parts of paints (25%) 

SPRAY RECOMMENDATIONS 

Conventional Spray  Satisfactory through most equipment 

 

CLEANING UP Clean all equipment with Mineral turpentine immediately after 

use 

SURFACE PREPARATION Surface generally must be clean, dry, free from all defective or 

poorly adhering material, dirt, and grease, wax etc. previously 

painted surfaces should be thoroughly rubbed down using a 

suitable abrasive paper and then dusted off.  

 Steel surfaces should be manually prepared by power of hand 

tool to BS7079 part A1: 1989 St.3. 

For optimum performance, new galvanized and aluminium 

surfaces should be cleaned and degreased, then pre-treated 

with an appropriate pre-treatment primer to ensure good 

adhesion. 

 

SYSTEM INFORMATION     

Metal 

 

 

 

 

 

 

 

FLASH POINT 320 

 

 

 

 

 

 

 

 

 

Primer (1 coat) 
 
Dulux synthetic Under 
coat (F542-8640) 
 

Finish (2-3 coats) 
Dulux Synthetic Enamel 

(F332, F327,F324) 

Or 

Dulux matt finish (interior) 

(F335) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 

 
Flammable. In case of fire use foam, dry powder, AFFF, CO2 fire extinguisher. Never use 

water. No smoking. Keep out of reach of children. Keep away from sources of ignition. Keep 

container tightly closed and upright to prevent leakage when not in use. Work only in areas of 

good ventilation. Inside always keep doors and windows fully open during application and 

drying. Irritating to eyes and skin. Contains COBALT CARBOXYLATE & METHYL ETHYL 

KETOXIME, may produce an allergic reaction. When applying paint it is advisable to wear eye 

protection. In case of contact with eyes rinse immediately with plenty of water keeping eyelids 

apart and seek medical advice. Repeated exposure may cause skin dryness or cracking. Wear 

gloves while working. In case of contact with skin, use soap and water or a recognized skin 

cleaner. Use suitable respiratory equipment while applying paint in narrow spaces. Dry 

sanding, flame cutting and or welding of the dry paint film will give rise to dust and or hazardous 

fumes. Wet sanding should be used wherever possible. If exposure cannot be avoided by the 

provision of local exhaust ventilation, suitable respiratory protective equipment should be 

used. In case of insufficient ventilation during spraying, wear suitable respiratory equipment, 

a suitable cartridge mask should be worn provided the filter is changed regularly. All 

respiratory equipment must meet an appropriate approved standard. Do not breathe Vapor or 

sanding dust. If inhalation causes physical discomfort, move to fresh air. If discomfort persists 

or any breathing difficulty occurs, move to fresh air and seek medical advice by showing 

container label. Harmful if swallowed seek medical advice immediately. Care must be taken 

when transporting paint. Keep container tightly closed and upright to prevent leakage when 

not in use. Store in a cool and dry place. In the event of an accident, collect spillage using 

sand or earth. Do not empty into drains or watercourses. Very toxic to aquatic organisms. May 

cause long term adverse effects in the aquatic environment. Dispose of any paint waste in 

accordance with the appropriate environment quality regulations. Safety Data Sheet available 

for professional users on request. This container is only for paint use. 

CONTAINS NO ADDED LEAD OR MERCURY 
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Dulux Red Oxide Primer 

 

 

Product code    F540-3099 

 

Usage  Dulux Red Oxide Anti-Corrosion Metal Primer is a solvent-

based sealer, anti-corrosive protective primer for interior and 

exterior ferrous and non-ferrous metal work, including new and 

pre-treated zinc and galvanized iron after using pre-treatment 

primer.  

 

Pack 0.91 Litre, 3.64 Litres and 14.56 Litres 

 

Colour Range  Red only 

FILM PROPERTIES 

 

Heat Resistance  Can be used on heated surface up to 900 C 

 

Other Properties Anti-Corrosive, Improves Adhesion with Topcoat, Makes the 

Finish Long Lasting, No Added Lead or Mercury. Pakistan 

Standards Certified.  

 

COMPOSITION  Pigment: Red Oxide  

(NOMINAL) Binder:    Alkyd. 

 Solvent:  Mineral turpentine 

 

VOLUME SOLIDS 50% (nominal) 

 

FILM THICKNESS                Wet:  70-80 micrometres 

LITRE/COAT                         Dry:  40-45 micrometres 

 

DRYING TIMES            Single coat at standard thickness 

Touch Dry 3-4 hours. 

Recoat 16 hours 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 11-13m2 /litre /coat. 
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APPLICATION                       Brush  Roller  Spray  

 

THINNING 

Brush  Add up to 0.5-1 part of Mineral turpentine to 4 parts of paint (20-

25%) 

Roller Add up to 0.5 part of Mineral turpentine to 4 parts of paint (10-

12%) 

Spray Add up to 1 part of Mineral turpentine to 4 parts of paints (25%) 

SPRAY RECOMMENDATIONS 

Conventional Spray            Satisfactory through most equipment 

 

CLEANING UP Clean all equipment with Mineral turpentine immediately after 

use 

 

SURFACE PREPARATION Surface generally must be clean, dry, free from all defective or 

poorly adhering material, dirt, and grease, wax etc. previously 

painted surfaces should be thoroughly rubbed down using a 

suitable abrasive paper and then dusted off.  

 Steel surfaces should be manually prepared by power of hand 

tool to BS7079 part A1: 1989 St.3. 

For optimum performance, new galvanized and aluminium 

surfaces should be cleaned and degreased, then pre-treated 

with an appropriate pre-treatment primer to ensure good 

adhesion. 

 

SYSTEM INFORMATION     

Wood 

 

Metal 

 

 

 

 

 

 

 

 

 

 

 

 

FLASH POINT 320 

 

 

Suitable Primer (1 coat) 
 
Dulux Red Oxide Primer 
(anti-Corrosion) 
(F540-3099) 
 (1 coat) 

Finish (2-3 coats) 

Dulux Synthetic Enamel (F332) 

Or 

Dulux Promise Gloss Enamel 

Or  

Paintex Star Gloss Enamel 

Or 

Dulux Matt Finish (interior) (F335) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 

 
Flammable. In case of fire use foam, dry powder, AFFF, CO2 fire extinguisher. Never use 

water. No smoking. Keep out of reach of children. Keep away from sources of ignition. Keep 

container tightly closed and upright to prevent leakage when not in use. Work only in areas of 

good ventilation. Inside, always keep doors and windows fully open during application and 

drying. Irritating to eyes and skin. Contains METHYL ETHYLY KETOXIME, may produce an 

allergic reaction. When applying paint, it is advisable to wear eye protection. In case of contact 

with eyes rinse immediately with plenty of water keeping eyelids apart and seek medical 

advice. Repeated exposure may cause skin dryness or cracking. Wear gloves while working. 

In case of contact with skin use soap and water or a recognized skin cleaner. Use suitable 

respiratory equipment while applying paint in narrow spaces. Dry sanding, flame cutting and 

or welding of the dry paint film will give rise to dust and or hazardous fumes. Wet sanding 

should be used wherever possible. If exposure cannot be avoided by the provision of local 

exhaust ventilation, suitable respiratory protective equipment should be used. 

In case of insufficient ventilation during spraying wear suitable respiratory equipment, a 

suitable cartridge mask should be worn provided the filter is changed regularly. All respiratory 

equipment must meet an appropriate approved standard. Do not breathe Vapor or sanding 

dust. If inhalation causes physical discomfort, move to fresh air. If discomfort persists or any 

breathing difficulty occurs, move to fresh air and seek medical advice by showing container 

label. Harmful if swallowed seek medical advice immediately. Care must be taken when 

transporting paint. Keep container tightly closed and upright to prevent leakage when not in 

use. Store in a cool and dry place. In the event of an accident, collect spillage using sand or 

earth. Do not empty into drains or watercourses. Very toxic to aquatic organisms. May cause 

long term adverse effects in the aquatic environment. Dispose of any paint waste in 

accordance with the appropriate environment quality regulations. Safety Data Sheet available 

for professional users on request. This container is only for paint use. 

CONTAINS NO ADDED LEAD OR MERCURY 
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Paintex Ultraprime 

 

 

Product Code   F502-8888 

 

Usage  Paintex Ultraprime is a high quality solvent-based sealer for 

masonry surfaces. It is ideal for use on all interior/exterior 

surfaces. It reduces damage from alkali and salts and seals 

powdery, porous surfaces. It provides excellent adhesion with 

the surface and top coats. 

 

Pack Size 0.91 Litre, 3.64 Litres and 14.56 litres 

 

Colour Range  White only 

FILM PROPERTIES 

 

Water resistance Not suitable where the surface is saturated 

 

COMPOSITION Pigment: Lightfast Non Lead Pigments 

(NOMINAL) Binder:   Alkyd 

 Solvent:  Mineral turpentine 

 

VOLUME SOLIDS 50% (nominal)  

 

FILM THICKNESS/                 Dry:  20-25 micrometres 

LITRE/COAT  Wet:  40-50 micrometres 

     

 

DRYING TIMES  Single coat at standard film thickness 

Touch Dry 2-4 hours. Dependent on temperature and humidity  

Recoat   16 hours 

 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 10-12m2 /litre /coat. 
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APPLICATION Brush   Roller  Spray  

 

THINNING 

Brush or Roller If required for sealing new of bare surfaces, thin up to 0.5-0.70 

part of mineral turpentine to 4 parts of paint (10-20%). For roller 

application, thin up to (5-10%) 

 

Spray Add up to 1 parts of Mineral turpentine to 4 parts of paint (25%) 

 

SPRAY RECPMMENDATIONS 

 
Conventional Spray  Satisfactory through most equipment 

 

CLEANING UP Clean all equipment with Mineral turpentine immediately after 

use 

SURFACE PREPARATION Surface generally must be clean, dry, free from all defective or 

poorly adhering material, dirt, and grease, wax etc. previously 

painted surfaces should be thoroughly rubbed down using a 

suitable abrasive paper and then dusted off.  

 

FILLING NEW SURFACES After priming new surface with Paintex Ultraprime, dry 

overnight, fill any surface imperfections with Paintex wall putty. 

Allow the filler to dry before painting. 

 

 

SYSTEM INFORMATION     

 

New Surface 

 

 

Powdery Surface 

 

 

 

Normal, sound surfaces 

(Previously painted) 

 

 

 

 

 

 

 

 

  

Paintex Ultraprime (F502-8888) 

(Paintex Wall Putty 2 coats if 

required) 

  

Paintex Ultraprime (F502-8888) 

(Paintex Wall Putty 2 coats if 

required) 

 

 

No primer required 

Finish (3-4 coats) 

 

Paintex Emulsions 

Or 

Gloss Enamels 

Or 

Dulux Matt Finish (Interior) 
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 

 
Flammable. In case of fire use foam, dry powder, AFFF, CO2 fire extinguisher. Never use 

water. No smoking. Keep out of reach of children. Keep away from sources of ignition. Keep 

container tightly closed and upright to prevent leakage when not in use. Work only in areas of 

good ventilation. Inside always keep doors and windows fully open during application and 

drying. Irritating to eyes and skin. Contains COBALT CARBOXYLATE & METHYL ETHYLY 

KETOXIME, may produce an allergic reaction. When applying paint, it is advisable to wear 

eye protection. In case of contact with eyes rinse immediately with plenty of water keeping 

eyelids apart and seek medical advice. Repeated exposure may cause skin dryness or 

cracking. Wear gloves while working. In case of contact with skin, use soap and water or a 

recognized skin cleaner. Use suitable respiratory equipment while applying paint in narrow 

spaces. Dry sanding, flame cutting and or welding of the dry paint film will give rise to dust and 

or hazardous fumes. Wet sanding should be used wherever possible. If exposure cannot be 

avoided by the provision of local exhaust ventilation, suitable respiratory protective equipment 

should be used. In case of insufficient ventilation during spraying wear suitable respiratory 

equipment, a suitable cartridge mask should be worn provided the filter is changed regularly. 

All respiratory equipment must meet an appropriate approved standard. Do not breathe Vapor 

or sanding dust. If inhalation causes physical discomfort, move to fresh air. If discomfort 

persists or any breathing difficulty occurs, move to fresh air and seek medical advice by 

showing container label. Harmful if swallowed, seek medical advice immediately. Care must 

be taken when transporting paint. Keep container tightly closed and upright to prevent leakage 

when not in use. Store in a cool and dry place. In the event of an accident, collect spillage 

using sand or earth. Do not empty into drains or watercourses. Very toxic to aquatic 

organisms. May cause long term adverse effects in the aquatic environment. Dispose of any 

paint waste in accordance with the appropriate environment quality regulations. Safety Data 

Sheet available for professional users on request. This container is only for paint use. 

CONTAINS NO ADDED LEAD OR MERCURY 
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Dulux Aquashield Waterproofing Exterior Basecoat 

 

 

Product code   A952-Line  

 

Usage Dulux Aquashield Waterproofing Exterior Basecoat is a high-
quality premium basecoat that provides waterproof protection to 
exterior walls.  
Hydroshield Technology: Bridges cracks and covers the wall 
surface with a flexible film, preventing water seepage 
Water Repellant: Repels water seepage and protects against 
dampness 
Algae and Fungus Resistant: Prevents formation of algae and 
fungus 
Alkali Guard: Protects the wall against alkali salts 
Extended Durability: Extends the life of topcoat by preventing 
dampness  
Crack bridging: Thick latex film covers hairline cracks.  

   
Pack Size 1 Litre, 4 Litres and 16 Litres  

 

Colour Range  Only White. No colours 

 

Composition (Nominal) Pigment: Lightfast Non-Lead Pigment and Mineral extenders 

Non-Lead Pigments 

 Binder:    Flexible Acrylic Emulsion 

 Solvent:  Water   

 

Volume Solids White 41% (nominal) 

 

Film Thickness/               Wet:  300-350 micrometers 

Litre/Coat Dry:  120-140 micrometers 

 

DRYING TIMES  Single coat at standard thickness 

Touch Dry Dependent on temperature and humidity  

Recoat 6-8 hours, depends on weather conditions.  

   

PRACTICAL COVERAGE Varies considerably according to the roughness and porosity of 

the surface. On smooth surfaces of average porosity, practical 

coverage 2-3m²/Litre/coat. 
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APPLICATION  Brush   

THINNING For normal use, thinning should not exceed 0.5 parts of clean 

water to 4 parts of paint (10%) for 1st and 2nd coat. No dilution 

for 3rd coat. 

 

CLEANING UP  Clean all equipment with clean water immediately after use 

 

SURFACE PREPARATION Allow all new surfaces to dry out completely. Remove all loose 
or defective paint or powdery residues by thorough brushing or 
scraping using a stiff fiber brush. Treat any areas affected by 
mould, lichens, algae and moss with bleach.  
Repair minor defects in the wall using sand whereas for larger 
holes and cracks use cement mix. Allow the surface drying time. 
Surface that remains powdery, friable or chalky after thorough 
preparation should be sealed with a coat of Dulux Exterior Crack 
Bridging primer for exterior. 

 
Note: Do not apply Dulux Aquashield Waterproofing 
Basecoat during wet weather. 

 
 

SYSTEM INFORMATION   

   

New Surface 

 

 

Powdery surfaces 

 

 

Normal, sound surfaces 

(Previously painted) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Dulux Exterior Crack Bridging Primer F921-0001) 1 

coat, 2-3 coats of Dulux Aquashield Waterproofing 

Exterior Basecoat 

 

Dulux Exterior Crack Bridging Primer F921-0001) 1 coat  

2-3 coats of Dulux Aquashield Waterproofing Basecoat 

 
Dulux Exterior Crack Bridging Primer F921-0001) 1 

coat, 2-3 coats of Dulux Aquashield Waterproofing 

Exterior Basecoat 

 
 

Finish: 3-4  

 

Exterior 

Emulsions  
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 

 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 

areas. Use suitable personal protection equipment.  
Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paint as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
   

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you 
feel unwell. Dispose of contents and container in accordance with all local, regional, national 
or international regulations. 
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Dulux Tennis Court Paint 

 

Product Code  F93X-2395 and F93X-2459  
 
Usage Dulux Tennis Court paint is a top quality, two component 100% 

acrylic-based paint specially designed for all types of masonry 
Tennis Courts. Its special additive (component B) provides a 
non-skid surface.  

 
Pack Size   Component A: 4 Litres, Component B: 1 Litre 
 
Colour Range  Green and Poppy (Red) 
 
FILM PROPERTIES 
 
Water resistance Will tolerate the levels of atmospheric humidity present in the 

environment. 
 
COMPOSITION (NOMINAL) Pigment: Non-Lead Pigments.  

Binder:  Acrylic Copolymer Emulsion. 
Solvent: Water 

 
VOLUME SOLIDS  37% (nominal) 
  
FILM THICKNESS/   Wet:   80-100 micrometers 
LITRE/COAT    Dry:    30-35 micrometers 
 
DRYING TIME  Single coat at standard film thickness. 
Touch Dry   Dependent on temperature and humidity. 
Recoat   2-3 hours.  
 
PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 10-12 m2/lit/coat. 
 
APPLICATION  Brush 
 
THINNING  For sealing new or bare surfaces, thin component A with up to 

3 parts of clean water to 4 parts of paint (75%) 
 
Brush  For normal use mix 4 parts of component A with 1 part of 

component B and thinning should not exceed 2-3 parts of clean 
water to 4 parts of paint (50-75%) 

 
SPRAY RECOMMENDATIONS  
 
Conventional Spray  Not applicable 
 
CLEANING UP  Clean all equipment with clean water immediately after use. 
 
SURFACE New surfaces must be clean, dry, free from all defective or poorly  
PREPARATIONS  adhering material, dirt, grease, wax etc. Treat any area affected 

by mould, lichens, algae or moss with bleach. Previously painted 
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surfaces should be thoroughly rubbed down using a suitable 
abrasive paper and then dust off.  
All repaired areas should be watered generously and then the 
Court should be left for a couple of weeks for complete 
evaporation of moisture. Make sure there is no appearance of 
salts on the surface. Treat any areas affected by mould lichens, 
algae and moss with Bleach. The surface should be rubbed 
down thoroughly using a suitable abrasive paper and dusted off.  
 
Note: Do not apply Dulux Tennis Court Paint during wet 
weather. 

 
SYSTEM INFORMATION 
 
Powdery Surfaces 
 
 
 
 
Alkaline and New Surfaces 
 
 
 
Normal, Sound Surfaces  
(previously painted)   
 
  

 
  

Primer (1 coat) 

Dulux Exterior Crack Bridging 

Primer (F921-0001) 

 

Primer (1 coat) 

Dulux Exterior Crack Bridging 

Primer (F921-0001) 

 

No Primer required, however 

primer application will improve 

topcoat performance. 

 

 

Finish (2-3 coats) 

 

 

Dulux Tennis Court Paint  

 

(Component A, 4 parts: 

Component B, 1 part) 



 
Akzo Nobel  
Pakistan Limited 

139 

 

SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paint as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
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Dulux Water Repellent 

 

 

Product code    F285-2296 

Usage  Dulux Water Repellent is an excellent protective barrier against 

moisture for unpainted surfaces. It penetrates the surface and 

act as an effective guard against water. It is suitable for 

brickwork, concrete, plastered surfaces, unglazed tiles and 

sand-cast surfaces. Dulux Water Repellent is not recommended 

for surfaces in constant contact with water, like water tanks or 

masonry surfaces below ground level like basement etc.  

 

Pack Size 3.64 Litres and 200 Litres. 

 

Colour Range   Clear 

 

Other Properties  The Invisible Moisture Guard, No Added Lead or Mercury  
 

COMPOSITION (NOMINAL) Pigment: N/A 

 Binder: Silicon 

 Solvent:  Mineral turpentine. 

 

DRYING TIMES   Single coat at standard film thickness 

Touch Dry 30 minutes.  

Recoat 16 hours. 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 4-6m2 /litre /coat. 

APPLICATION Brush   Spray  

THINNING 

 

Brush Application  Ready to use. Apply generously in short strokes 

 

Spray Ready to use. It is recommended that lowest possible pressure 

be used in order to avoid excessive atomization and achieve 

maximum wetting. 
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SPRAY RECOMMENDATIONS 

 

Conventional Spray  Satisfactory through most equipment 

 

CLEANING UP Clean all equipment with Mineral turpentine immediately after 

use 

SURFACE PREPARATION Surface generally must be clean, dry, free from all defective or 

poorly adhering material, dirt, and grease, wax etc. previously 

painted surfaces should be thoroughly rubbed down using a 

suitable abrasive paper and then dusted off.  If mould is present, 

treat with a bleach solution. Allow this to stand on the masonry 

surface for at least 4 hours before rinsing with clean water. Allow 

the surface to dry; application to fresh plaster which still contains 

a high-water content limits the effectiveness of this process. 

Apply by brush or spray a generous coat of Weathershield water 

repellent. When spraying, the lowest possible pressure should 

be used to avoid excessive atomization and to achieve 

maximum wetting.  

 

SYSTEM INFORMATION     

 

 

 

 

 

FLASH POINT 320   

 

NOTE If rain falls within 24hrs of application, it will reduce the efficiency 

of the product. Allow surface to dry completely and apply an 

extra coat.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Primer  

No primer 

required 

Finish (2 coats) 

Dulux Water Repellent 

(F285-2296)  



 
Akzo Nobel  
Pakistan Limited 

142 

 

SAFETY, HEALTH AND ENVIRONMENT INFORMATION 

 

Flammable. In case of fire use foam, dry powder, AFFF, CO2 fire extinguisher. Never use 

water. No smoking. Keep out of reach of children. Keep away from sources of ignition. Keep 

container tightly closed and upright to prevent leakage when not in use. Work only in areas of 

good ventilation. Inside, always keep doors and windows fully open during application and 

drying. Irritating to eyes and skin and may produce an allergic reaction. When applying paint 

it is advisable to wear eye protection. In case of contact with eyes rinse immediately with plenty 

of water keeping eyelids apart and seek medical advice. Repeated exposure may cause skin 

dryness or cracking. Wear gloves while working. In case of contact with skin use soap and 

water or a recognized skin cleaner. Use suitable respiratory equipment while applying paint in 

narrow spaces. Dry sanding, flame cutting and or welding of the dry paint film will give rise to 

dust and or hazardous fumes. Wet sanding should be used wherever possible. If exposure 

cannot be avoided by the provision of local exhaust ventilation, suitable respiratory protective 

equipment should be used. In case of insufficient ventilation during spraying wear suitable 

respiratory equipment, a suitable cartridge mask should be worn provided the filter is changed 

regularly. All respiratory equipment must meet an appropriate approved standard. Do not 

breathe vapor or sanding dust. If inhalation causes physical discomfort, move to fresh air. If 

discomfort persists or any breathing difficulty occurs, move to fresh air and seek medical 

advice by showing container label. Harmful if swallowed seek medical advice immediately. 

Care must be taken when transporting paint. Keep container tightly closed and upright to 

prevent leakage when not in use. Store in a cool and dry place. In the event of an accident, 

collect spillage using sand or earth. Do not empty into drains or watercourses. Very toxic to 

aquatic organisms. May cause long term adverse effects in the aquatic environment. Dispose 

of any paint waste in accordance with the appropriate environment quality regulations. Safety 

Data Sheet available for professional users on request. This container is only for paint use.  

CONTAINS NO ADDED LEAD OR MERCURY 
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Hi-Gloss Enamel (Discontinued) 

Product code    F323  

 

Usage  Hi-Gloss enamel is superior quality solvent-based gloss enamel, 

recommended for use on all types of interior and exterior wood 

and metal surfaces. It gives a smooth finish with long lasting 

shine. It is specially formulated to provide good coverage and 

drying properties.  

 

Pack Size 0.91 Litre, 3.64 Litres 14.56 Litres 

 

Colour Range  See Hi-Gloss Enamel shade card 

 

FILM PROPERTIES 

Chemical resistance Resistant to mild chemical fume attack but where there is heavy 

attack, e.g. actual contact with chemicals, specialist paint 

system is recommended 

 

Heat Resistance  Generally resistant to heat up to 90°C, but some discoloration 

of light colours may occur at temperatures above 80°C. 

 

Water resistance Resistant to the levels of atmospheric humidity present in 

normal interior and exterior environment and will with stand 

repeated washing. Not suitable for use on immersed surfaces. 

 

COMPOSITION (NOMINAL) Pigment: Lightfast Non Lead Pigments 

 Binder:    Alkyd. 

 Solvent:   Mineral turpentine. 

 

VOLUME SOLIDS White 43% (nominal), other colours will vary. 

 

FILM THICKNESS/                Wet: 65-75 micrometres 

LITRE/COAT                          Dry: 25-30 micrometres 

 

DRYING TIMES   Single coat at standard film thickness 

Touch Dry 2-4 hours 

Recoat 16 hours 

  

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 13-15m2 /litre /coat. 

APPLICATION  Brush   Roller  Spray  
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THINNING 

Brush  Add up to 0.5 part of Mineral turpentine to 4 parts of paint (10-

15%) 

Roller Add up to 0.2 part of Mineral turpentine to 4 parts of paint (5%)

   

Conventional spray Add up to 1 part of Mineral turpentine to 4 parts of paint (25%) 

SPRAY RECOMMENDATIONS 

Conventional Spray  Satisfactory through most equipment 

 

CLEANING UP Clean all equipment with Mineral turpentine immediately after 

use 

 

SURFACE PREPARATION Surface generally must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease and wax etc. Previously 

painted surfaces should be thoroughly rubbed down using a 

suitable abrasive paper and then dusted off.  

 Steel surfaces should be manually prepared by power or hand 

tool to BS7079 part A1: 1989 st3. 

 For optimum performance new galvanized and aluminum 

surfaces should be cleaned and degreased, then pre-treated 

with an appropriate pre-treatment primer to ensure good 

adhesion. 

 

SYSTEM INFORMATION     

 
Wood 
 
 
Metal 
 

 

 

 

 

FLASH POINT 320 

 

 

 

 

 

 

  

Primer (1 coat) 
Appropriate Primer 
 
Dulux Red Oxide Primer 
(F540-3099) 
Dulux Synthetic Undercoat 
(F542-8640) 

 

Finish (2-3 coats) 
 
 
Hi-Gloss Enamel 
F323-  
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SAFETY, HEALTH AND ENVIRONMENT INFORMATION 

 

Flammable. Incase of fire use foam, dry powder, AFFF, CO2 fire extinguisher. Never use 

water. No smoking. Keep out of reach of children. Keep away from sources of ignition. Keep 

container tightly closed and upright to prevent leakage when not in use. Work only in areas of 

good ventilation. Inside always keep doors and windows fully open during application and 

drying. Irritating to eyes and skin. Contains COBALT CARBOXYLATE , May produce an 

allergic reaction. When applying paint, it is advisable to wear eye protection. In case of contact 

with eyes rinse immediately with plenty of water keeping eyelids apart and seek medical 

advice. Repeated exposure may cause skin dryness or cracking. Wear gloves while working. 

In case of contact with skin, use soap and water or a recognized skin cleaner. Use suitable 

respiratory equipment while applying paint in narrow spaces. Dry sanding, flame cutting and/or 

welding of the dry paint film will give rise to dust and or hazardous fumes. Wet sanding should 

be used wherever possible. If exposure cannot be avoided by the provision of local exhaust 

ventilation, suitable respiratory protective equipment should be used. In case of insufficient 

ventilation during spraying, wear suitable respiratory equipment, a suitable cartridge mask 

should be worn provided the filter is changed regularly. All respiratory equipment must meet 

an appropriate approved standard. Do not breathe vapor or sanding dust. If inhalation causes 

physical discomfort, move to fresh air. If discomfort persists or any breathing difficulty occurs, 

move to fresh air and seek medical advice by showing container label. Harmful if swallowed; 

seek medical advice immediately. Care must be taken when transporting paint. Keep container 

tightly closed and upright to prevent leakage when not in use. Store in a cool and dry place. 

In the event of an accident ,collect spillage using sand or earth. Do not empty into drains or 

watercourses. Very toxic to aquatic organisms.  May cause long term adverse effects in the 

aquatic environment. Dispose of any paint waste in accordance with the appropriate 

environment quality regulations. Safety Data Sheet available for professional users on 

request. This container is only for paint use. 

CONTAINS NO ADDED LEAD OR MERCURY 
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Maxilite (Discontinued) 

Product Code   F999  

 

Usage  Maxilite is an economical emulsion with a smooth matt finish. It 

is suitable for all normal interior masonry surfaces including 

brickwork, Plaster, cement and wallboards. 

 

Pack Size 6 kg and 24 kg 

 

Colour Range  See appropriate shade card 

 

FILM PROPERTIES 

Water resistance Will tolerate the levels of atmospheric humidity present in 

normal interior and exterior environments. 

  

Composition (Nominal) Pigment: Lightfast Non Lead Pigments 

 Binder:    PVA copolymer Emulsion 

 Solvent:  Water 

 

Volume Solids White 43% (nominal), other colours will vary. 

 

Film Thickness/                Dry:  25-30 micrometres 

Litre/Coat                         Wet:  60-70 micrometres 

     

 

DRYING TIMES  Single coat at standard film thickness 

Touch Dry                            Dependent on temperature and humidity  

Recoat   2-3 hours 

 

 

PRACTICAL COVERAGE A guide to the practical coverage which can be achieved under 

normal conditions is 10-12m2 /litre /coat. 

 

APPLICATION Brush   Roller  

THINNING 

Brush  For sealing new of bare surfaces, thin with up to 2-3 parts of 

clean water to 4 parts of paint (50-60%) 

For normal use, thinning should not exceed 2-2.5 parts of clean 

water to 4 parts of paint (50-60%) 

     

Roller Add up to 1-1.5 part of water to 4 parts of paint (25-30%) 

 

CLEANING UP Clean all equipment with white water immediately after use 
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SURFACE PREPARATION New surfaces must be clean, dry, free from all defective or 

poorly adhering material, dirt, grease, wax etc. Treat any area 

affected by mould, lichens, algae or moss with bleach. 

Previously painted surfaces should be thoroughly rubbed down 

using a suitable abrasive paper and then dust off. 

FILLING NEW SURFACES After priming new surface with Paintex Ultraprime, fill any 

surface imperfections with Paintex Wall Putty. Third coat of 

Paintex Wall Putty can be applied for extra smoothness. For 

best results, apply one coat of prime-on again over wall putty 

and dry overnight.  

 

SYSTEM INFORMATION     

 

 

Powdery surfaces 

 

 

 

 

Alkaline and new surfaces 

 

 

Normal, sound surfaces 

(Previously painted) 

 

 

 

  

Primer (1 coat) 

Paintex Ultraprime (F502-8888) 

(Paintex wall putty 2 coats if 

required) 

 

Paintex Ultraprime (F502-8888) 

(Paintex wall putty 2 coats if 

required) 

 

No primer required 

 

Finish (3-4 coats) 

 

 

 

Maxilite (F999) 

 



 
Akzo Nobel  
Pakistan Limited 

148 

 

SAFETY, HEALTH AND ENVIRONMENT INFORMATION 
 
Treatments such as sanding, burning off etc. of paint films may generate hazardous dust 
and/or fumes. Wet sanding/ flatting should be used wherever possible. Work in well ventilated 
areas. Use suitable personal protection equipment. 

Lift with care – gross weight exceeds 10kg   
Wear eye/ hand protection.  Do not breathe vapors/spray.  Use only in well-ventilated areas.  
Remove as much paint as possible from brushes and rollers before cleaning.  Avoid release 
to the environment.  Collect spillage.  Keep away from food, drinks and animal feed.  Store in 
a cool and shaded place.  Container must be in a secure, upright position and be tightly closed.  
In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.  
In case of contact with skin, wash immediately with soap and water or a proprietary skin 
cleanser. Do not use solvents or thinners.  Do not empty into water course. Safety data sheet 
available for professional/ user on request. 
 
  
 

 

 
 
WARNING 
 
Hazard Statements 
May cause an allergic skin reaction. 
 
Precautionary Statements 
Keep out of reach of children.  If medical advice is needed, have product container or label at 
hand. Do not get in eyes, on skin, or on clothing.  Call a POISON CENTER or doctor if you feel 
unwell. Dispose of contents and container in accordance with all local, regional, national or 
international regulations. 
 
 
 
 


