
INDUSTRIAL PAINTS 
 

LIMITATION OF LIABILITY: To the best of our knowledge, the technical data contained herein are true and accurate at the date of issuance but are subject to change 

without prior notice. System Selection provided is in good faith,  workability is dependent on application conditions and numerous factors. We make no other warranty or 

guarantee of any kind, express or implied, including merchantability and fitness for particular purpose.  

 

Concrete and Masonry Surfaces 
Concrete including cement render is generally corroded by the action of acidic materials, whether carbonic acid from carbon 

dioxide in the atmosphere or sulfuric acid from anaerobic bacteria in sewerage lines. Cementious substrates are alkali and as 

with zinc, the prime coat must be resistant to soaponification by alkali. In marine areas it is vital to ensure chloride ion does not 

penetrate to reinforcing or severe spoiling of concrete will occur. 

 

130 INLAND – ARID AND LIGHT INDUSTRIAL 

 
SYSTEM 

No. 
MINIMUM 
SURFACE 

PREPARATION
1 

FINAL 
COLOUR 

COATING SYSTEM D.F.T. 
micrometers 

DATA 
SHEET 

SYSTEM 
LIFE 

FEATURES 

130.1 Acid 

Etching/Slight 
Grinding/Abrade 

Limited Color 

Range 

Epoxy Floor & 

Concrete Coating 
Epoxy Floor & 
Concrete Coating 
Epoxy Floor & 
Concrete Coating 

40 

 
40 
 

40 

EC04 

 
EC04 

 
EC04 

MT Utility system. Good 

organic acid 
resistance. 
Specifially used as a 
floor coating system. 

130.2 Remove loose 
surfaces and 
etch galvanized 
surfaces 

Full Color 
Range 

Kemobel Concrete 
Primer 
Kemobel Thick 
coating 
Kemobel Finish 

25 
 

75 
 

25 

CR04 
 

CR03 
 

CR05 

MT Utility system. Good 
resistance to salt 
spray and also 
spillage and fumes 
of acids and alkaline 
solutions. 

 

530 ACID OR ALKALI OR SOLVENT INDUSTIAL CONDITIONS - UNDERGROUND 

 
SYSTEM 

No. 
MINIMUM 
SURFACE 

PREPARATION
1 

FINAL 
COLOUR 

COATING SYSTEM D.F.T. 
micrometers 

DATA 
SHEET 

SYSTEM 
LIFE 

FEATURES 

530.1 Brush/Blast White 

Grey 
Black 

Ultra build –125 

Ultra build –125 
Ultra build –125 

150 

150 
150 

EC05 

EC05 
EC05 

LT Self priming, long 

lasting system. 

 

760 IMMERSION –WATER OR SEWERAGE OR MARINE 

 
SYSTEM 

No. 
MINIMUM 
SURFACE 

PREPARATION
1 

FINAL 
COLOUR 

COATING SYSTEM D.F.T. 
micrometers 

DATA 
SHEET 

SYSTEM 
LIFE 

FEATURES 

760.1 Brush/Blast Black Coal tar Epoxy C-200 
Coal tar Epoxy C-200 
Coal tar Epoxy C-200 

150 
150 
150 

EC10 
EC10 
EC10 

MT Long lasting finish 
with high build 
protection 

 


