
INDUSTRIAL PAINTS 
 

LIMITATION OF LIABILITY: To the best of our knowledge, the technical data contained herein are true and accurate at the date of issuance but are subject to change 

without prior notice. System Selection provided is in good faith,  workability is dependent on application conditions and numerous factors. We make no other warranty or 

guarantee of any kind, express or implied, including merchantability and fitness for particular purpose.  

 

Systems for Steel Surfaces 
 

100 CHEMICALLY FREE ENVIRONMENT 

 
SYSTEM 

No. 
MINIMUM 
SURFACE 

PREPARATION1 

FINAL 
COLOUR 

COATING SYSTEM D.F.T. 
micrometers 

DATA 
SHEET 

SYSTEM 
LIFE 

FEATURES 

100.1 Abrade / Power 
Tool 

Full  
Colour 
Range 

Red Oxide Alkyd Primer 
Red Oxide Alkyd Primer 
Synthetic Enamel 
Synthetic Enamel 

25 
25 
25 
25 

AF07 
AF07 
AF09 
AF09 

ST Low cost, economical 
package. Decorative 
and easily recoated 

100.2 Abrade / Power 
Tool 

Full  
Colour 

Range 

Red Lead Primer 
Red Lead Primer 

Synthetic Enamel 
Synthetic Enamel 

25 
25 

25 
25 

AF06 
AF06 

AF09 
AF09 

ST Popular system for 
short term industrial 

coverage 

100.3 Abrade / Power 
Tool 

Full  
Colour 
Range 

Red Oxide Alkyd Zinc 
Chromate Primer 
Synthetic Enamel 
Synthetic Enamel 

25 
 

25 
25 

AF04 
 

AF09 
AF09 

ST Convenient system for 
short term industrial 
coverage. 

100.4 Abrade / Power 
Tool 

Full  
Colour 
Range 

Anti-corrosive Red Lead 
Graphite Primer 
Synthetic Enamel 
Synthetic Enamel 

25 
 

25 
25 

AF02 
 

AF09 
AF09 

ST Conventional oil based 
system 

100.5 2 ½ Full  
Colour 
Range 

Red Oxide Alkyd Zinc 
Phosphate Primer. 
Synthetic Enamel 
Synthetic Enamel 

25 
 

25 
25 

AF05 
 

AF09 
AF09 

ST Good Durability, Gloss 
enamel finish. Single 
Pack, all mineral turps 
thinnable 

100.6 Abrade Grey/Red 
Oxide  

Hi-Build Epoxy Zinc 
Phosphate Primer 

50 EC12 MT Single coat lock-out 
primer/finish. Longer 
term protection obtained 
with class 21/2 blast  

100.7 2 ½ Full  
Colour 

Range 

Hi-Build Epoxy Zinc 
Phosphate Primer. 

PU Finish 

50 
50 

EC12 
PU01 

LT High gloss, hard 
durable system. Easily 

re-coated. 

 

200 LIGHT INDUSTRIAL – MILD CHEMICAL 

 

SYSTEM 
No. 

MINIMUM 
SURFACE 

PREPARATION1 

FINAL 
COLOUR 

COATING SYSTEM D.F.T. 
micrometers 

DATA 
SHEET 

SYSTEM 
LIFE 

FEATURES 

200.1 2 ½ Grey Ethyl Zinc Silicate 
Primer 

75 EZ01 ST One Coat Protection, 
More economical than 
galvanising for all but 
small sections 

200.2 2 ½ Red & Grey Hi-Build Epoxy Zinc 
Phosphate Primer. 

50 EC12 ST One coat primer finish 

200.3 2 ½ Full  
Colour 
Range 

Epoxy Zinc Phosphate 
Primer 
Kemoble C/R Finish  
Kemobel C/R Finish 

50 
 

25 
25 

EC12 
 

CR05 
CR05 

MT Excellent moisture 
resistance and 
weatherability. Easily 
recoated. 

200.4 2 ½ 

(25-45 u profile) 
Full  
Colour 

Range 

Ethyl Zinc Silicate 
Primer. 

PU Finish 
PU Finish 

75 
 

50 
50 

EZ01 
 

PU01 
PU01 

LT Conventional Galvanic 
protection with easy to 

use, reliable epoxy build 
coats finished with 
recoatable urethane for 
colour and long life 
protection 

200.5 2 ½ Full Colour 
Range 

Hi-Build Epoxy Zinc 
Phosphate Primer 
PU Finish 
PU Finish 

50 
 

50 
50 

EC12 
 

PU01 
PU01 

LT High gloss 
interior/exterior coating 
with excellent 
weatherability. 

200.6 2 ½ Full  
Colour 
Range 

Hi-Build Epoxy Zinc 
Rich Primer 
Epoxy MIO. 
PU Finish. 

75 
 

100 
50 

EC11 
 

MI02 
PU01 

VLT Broad Color Range 
available and long term 
resistance to UV 
radiation 

 

300 TROPICAL – HIGH HUMIDITY/SUNLIGHT 
 

SYSTEM 
No. 

MINIMUM 
SURFACE 

PREPARATION1 

FINAL 
COLOUR 

COATING SYSTEM D.F.T. 
micrometers 

DATA 
SHEET 

SYSTEM 
LIFE 

FEATURES 

300.1 2 ½ Full  

Colour 
Range 

Hi –Build Epoxy Zinc 

Rich Primer. 
Kemobel C/R Thick 
coating 
Kemobel C/R finish 

75 

 
75 
 

25 

EC11 

 
CR03 

 
CR05 

LT Decorative, easily re-

coated single pack 
topcoat system for more 
corrosive areas. 
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300.2 2 ½ (25-45 u 
profile) 

Full 
Colour 
Range 

Ethyl Zinc Silicate 
Primer 
Epoxy Ultra build 125 
PU Finish 

75 
 

125 
50 

EZ01 
 

EC05 
PU01 

VLT Conventional galvanic 
protection with easy 
use, reliable epoxy build 
coats finished with 
recoatable urethane for 
colour for long life 
protection. 

 

400 COASTAL – LIGHT INDUSTRIAL AND MARINE EXPOSURE 

 

SYSTEM 
No. 

MINIMUM 
SURFACE 

PREPARATION1 

FINAL 
COLOUR 

COATING SYSTEM D.F.T. 
micrometers 

DATA 
SHEET 

SYSTEM 
LIFE 

FEATURES 

400.1 2 ½ Full  
Colour 
Range 

Hi-Build Epoxy Zinc 
Phosphate Primer 
Permobel Epoxy Finish 
Permobel Epoxy Finish 

50 
 

25 
25 

EC12 
 

EC03 
EC03 

MT Long term protection, 
high gloss, hard, easily 
coated 

400.2 2 ½ (25-45 u 
profile) 

Full  
Colour 
Range 

Ethyl Zinc Silicate 
Primer 
Epoxy Ultra build 125  
PU Finish 

75 
 

       125 
50 

EZ01 
 

EC05 
PU01 

LT Conventional galvanic 
protection with easy 
use, reliable epoxy build 
coats finished with 
recoatable urethane for 
colour for long life 
protection. 

   

500 INDUSTRIAL – MILD ACIDIC ENVIRONMENT 

SYSTEM 
No. 

MINIMUM 
SURFACE 

PREPARATION1 

FINAL 
COLOUR 

COATING SYSTEM D.F.T. 
micrometers 

DATA 
SHEET 

SYSTEM 
LIFE 

FEATURES 

500.1 2 ½  Full 
Colour 
Range 

Hi build Epoxy Zinc 
Phosphate Primer  
Polyurethane finish 

50 
 

50 

EC12 
 

PU01 

Note 4 High gloss, hard 
wearing coating with 
good acid resistance 

500.2 2 ½  Full 
Colour 
Range 

Kemoble C/R Metal 
Primer 
Kemobel C/R Thick 
Coating 

Kemobel C/R finish 
Kemobel C/R finish 

25 
 

75 
 

25 
25 

CR02 
 

CR03 
 

CR05 
CR05 

Note 4 Single pack system with 
good acid resistance. 

500.3 2 ½ (25-45 u 
profile) 

Full 
Colour 
Range 

Ethyl Zinc Silicate 
Primer 
Epoxy Ultra build 125  
PU Finish 

75 
 

125 
50 

EZ01 
 

EC05 
PU01 

LT Conventional galvanic 
protection with easy 
use, reliable epoxy build 
coats finished with 
recoatable urethane for 
colour for long life 
protection. 

 

520 INDUSTRIAL - ALKALI 
 

SYSTEM 
No. 

MINIMUM 
SURFACE 

PREPARATION1 

FINAL 
COLOUR 

COATING SYSTEM D.F.T. 
micrometers 

DATA 
SHEET 

SYSTEM 
LIFE 

FEATURES 

520.1 2 ½  Limited 
Colour 
Range 

Hi-Build Epoxy Zinc 
Phosphate Primer 
Ultra build Liner 
Ultra build Liner 

50 
 

125 
125 

EC12 
 

EC06 
EC06 

Note 4 Excellent high build 
alkali resistant system. 
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540 INDUSTRIAL - SOLVENTS 

 

SYSTEM 
No. 

MINIMUM 
SURFACE 

PREPARATION1 

FINAL 
COLOUR 

COATING SYSTEM D.F.T. 
micrometers 

DATA 
SHEET 

SYSTEM 
LIFE 

FEATURES 

540.1 3 (25-45 u profile) White, 
Grey,  
Black 

Ultra build Liner  
Ultra build Liner 
Ultra build Liner 
  

125 
125 
125 

EC06 
EC06 
EC06 

LT Very popular, self 
priming and long 
lasting system. 

 

600 WATER IMMERSION 

 

SYSTEM 
No. 

MINIMUM 
SURFACE 

PREPARATION1 

FINAL 
COLOUR 

COATING SYSTEM D.F.T. 
micrometers 

DATA 
SHEET 

SYSTEM 
LIFE 

FEATURES 

600.1 3 (25-45 u profile) White, 

Grey,  
Black 

Ultra build Liner  

Ultra build Liner 
Ultra build Liner 
 

125 

125 
125 

EC06 

EC06 
EC06 

LT Self priming, long 

lasting system. 

 

630 UNDERGROUND – BURIED PIPELINES 

 

SYSTEM 
No. 

MINIMUM 
SURFACE 

PREPARATION1 

FINAL 
COLOUR 

COATING SYSTEM D.F.T. 
micrometers 

DATA 
SHEET 

SYSTEM 
LIFE 

FEATURES 

630.1 3 
 

Black Coal tar  Epoxy C-200 
Coal tar  Epoxy C-200 
Coal tar  Epoxy C-200 

150 
150 
150 

EC10 
EC10 
EC10 

LT Long lasting finish 
with Hi Build 
protection. 

   

640 TANK LINING SYSTEMS 

 

SYSTEM 
No. 

MINIMUM 
SURFACE 

PREPARATION1 

FINAL 
COLOUR 

COATING SYSTEM D.F.T. 
micrometers 

DATA 
SHEET 

SYSTEM 
LIFE 

FEATURES 

640.1 2½ Aluminum Linalux Primer 

Linalux Intermediate 
Coat 
Linalux Finish 
Linalux Finish 

35 

 
60 
60 
60 

TC01 

 
TC01 
TC01 
TC01 

MT Well proven system 

with good 
performance under 
difficult conditions. 

640.2 2½ Limited 
Color 
Range 

Epoxy Tank Lining Paint 
Epoxy Tank Lining Paint 
Epoxy Tank Lining Paint 

125 
125 
125 

EC01 
EC01 
EC01 

LT Excellent for aliphatic 
and aromatic 
hydrocarbons and 
refined petroleum 
products. Resists 
splash and spillage of 
most solvents 

640.3 3 White, 
Grey,  
Black 

Ultra build Liner  
Ultra build Liner 
Ultra build Liner 
 

125 
125 
125 

EC06 
EC06 
EC06 

LT Self priming, long 
lasting system. 

 

650 HIGH HEAT - DRY 
 
SYSTEM 

No 
MINIMUM 
SURFACE 

PREPARATION1 

FINAL 
COLOUR 

COATING SYSTEM D.F.T. 
micrometers 

DATA 
SHEET 

SYSTEM 
LIFE 

FEATURES 

650.1 2½ Aluminum Ethyl Zinc Silicate 
Primer 
Alkyd Aluminum Finish 
Alkyd Aluminum Finish 

75 
 

25 
25 

EZ01 
 

AF12 
AF12 

MT Cost effective 
aluminum finish 
suitable for medium 
temperatures. 

650.2 2 / Abrade Aluminum Heat resistant 
Aluminum silicon 
Heat resistant 
Aluminum silicon 

25 
 

25 
 

HR02 
 

HR02 

Note 4 Oleoresins aluminum 
finish suitable 
upto 600 C 

650.3 Abrade Grey  Zinc Dust Graphite H/R 
Coating 
Zinc Dust Graphite H/R 
Coating 

40 
 

40 

HR01 
 

HR01 

Note 4 Two coat system with 
proven performance 

650.4
  

2 ½  Aluminum Ethyl Zinc Silicate 
Primer 
Heat resistant 
Aluminum silicon 
Heat resistant 
Aluminum silicon 

75 
 

25 
 

25 

EZ01 
 

HR02 
 

HR02 

Note 4 Higher build system 
with high temperature 
resistance 

 


